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Diesel-Generator
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Diverse Protection System
Digital Measurement and Control
Degree of Freedom
Dedicated Operators Interface
Discrete Ordinates Techniques
Department of Transportation
Differential Pressure Transmitter
Diverse Protection System
Depressurization Valve
Design Review and Testing
Digital Trip Module
Drywell
Exclusion Area Boundary
Electrical Building
Emergency Breathing Air System
Electrical Building HVAC
Emergency Core Cooling System
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Environmental Qualification Document
Equipment and Floor Drainage System
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Electro-Hydraulic Control (Pressure Regulator)
Emergency Notification System
Emergency Operations Center
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Emergency Operations Facility
Emergency Operating Procedures
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FMEA
FPS

FO
FOAKE
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Fuel and Auxiliary Pools Cooling System
Fracture Appearance Transition Temperature
Fuel Building
Fuel Building HVAC
Fuel-Coolant Interaction
Fuel Cladding Integrity Safety Limit
File Control Module
Flammability Control System
Fan Cooling Unit
Fiber Distributed Data Interface
Fuel Building Ventilation System
Fast Fourier Transform
Final Feedwater Temperature Reduction
Fire Hazards Analysis
Fuel Handling Accident
Flow-Induced Vibration
Fine Motion Control Rod Drive
Failure Modes and Effects Analysis
Fire Protection System
Diesel Fuel Oil Storage Tank
First-of-a-Kind Engineering
Fuel Pool Cleanup
Fire Pump Enclosure
Partial Full Scale
Fluid Structure Interaction
Fault-Tolerant Digital Controller
Feedwater
Feedwater Control System
Feedwater Line Break
Fire Water Storage Tank
Generator Cooling System
General Design Criteria
Gravity-Driven Cooling System
General Electric Company
GE Nuclear Energy
Main Generator System

General Electric Thermal Analysis Basis
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HELB
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HFE
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HGCS
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HID
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HM
HP
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HPT
HRA
HSI
HSSS
HVAC
HVS
HVT
HWC
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HWS
HX
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/0
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Beta-Sensitive GM (Geiger-Mueller Counter) Detector
General Electric Nuclear Energy
Global Nuclear Fuel
Gamma-Sensitive lon Chamber
Generator Sealing Oil System
Ganged Withdrawal Sequence Restriction
Heat-Affected Zone
Hydraulic Control Unit
High Conductivity Waste
Heater Drain and Vent System
Heat Exchange Institute
High Energy Line Break
High Energy Line Separation Analysis
Human Error Probability
High Efficiency Particulate Air/Absolute

Human Factors Engineering
Hollow Fiber Filter

Hydrogen Gas Cooling System

High Integrity Container

High Intensity Discharge

Hydraulic Institute Standards

Hot Machine Shop & Storage

High Pressure

High Pressure Nitrogen Supply System
High-Pressure Turbine

Human Reliability Assessment
Human-System Interface
Hardware/Software System Specification
Heating, Ventilation and Air Conditioning
High Velocity Separator

Horizontal Vent Test

Hydrogen Water Chemistry

Hydrogen Water Chemistry System

Hot Water System

Heat Exchanger

Instrumentation and Control
Input/Output
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IC
ICD
ICP
ICPR
ICS

IE

IEB
IED
IEEE
IFTS
IGSCC
1S
ILRT
I0P
IMC
IMCC
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ISI
ISLT
ISM
ISMA
ISO
ITA
ITAAC
ITA
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Instrument Air System
Irradiation Assisted Stress Corrosion Cracking
Intermediate Break Accident
International Building Code
Ion Chamber
Isolation Condenser
Interface Control Diagram
Instrument and Control Power
Initial Critical Power Ratio
Isolation Condenser System
Inspection and Enforcement
Inspection and Enforcement Bulletin
Instrument and Electrical Diagram
Institute of Electrical and Electronic Engineers
Inclined Fuel Transfer System
Intergranular Stress Corrosion Cracking
Iron Injection System
Integrated Leak Rate Test
Integrated Operating Procedure
Induction Motor Controller
Induction Motor Controller Cabinet
Intermediate Range Monitor
Instrument Society of America
In-Service Inspection
In-Service Leak Test
Independent Support Motion
Independent Support Motion Response Spectrum Analysis
International Standards Organization
Inspections, Tests or Analyses
Inspections, Tests, Analyses and Acceptance Criteria
Initial Test Program
Loss of Alternate Preferred Power
Leak Before Break
Limiting Conditions for Operation
Low Conductivity Waste
Logic Diagram
Lay down Area
Lower Drywell

Leak Detection and Isolation System
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LHGR
LLRT
LMU
LO
LOCA
LOFW
LOOP
LOPP
LP
LPCI
LPCRD
LPMS
LPRM
LPSP
LUA
LWMS
MAAP
MAPLHGR
MAPRAT
MBB
MCC
MCES
MCOP
MCPR
MCR
MCRP
MELB
MLHGR
MMI
MMIS
MOV
MPC
MPL
MRBM
MS
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Light Emitting Diode
Large Early Release Frequency
Low Flow Control Valve
Linear Heat Generation Rate
Local Leak Rate Test
Local Multiplexer Unit
Dirty/Clean Lube Oil Storage Tank
Loss-of-Coolant-Accident
Loss-of-feedwater
Loss of Offsite Power
Loss of Preferred Power
Low Pressure
Low Pressure Coolant Injection
Locking Piston Control Rod Drive
Loose Parts Monitoring System
Local Power Range Monitor
Low Power Setpoint
Lead Use Assembly
Liquid Waste Management System
Modular Accident Analysis Program
Maximum Average Planar Linear Head Generation Rate
Maximum Average Planar Ratio
Motor Built-In Brake
Motor Control Center
Main Condenser Evacuation System
Manual containment overpressure protection (function)
Minimum Critical Power Ratio
Main Control Room
Main Control Room Panel
Moderate Energy Line Break
Maximum Linear Heat Generation Rate
Man-Machine Interface
Man-Machine Interface Systems
Motor-Operated Valve
Maximum Permissible Concentration
Master Parts List
Multi-Channel Rod Block Monitor
Main Steam

Main Steam Isolation Valve
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Term
MSL
MSLB
MSLBA
MSR
MSV
MT
MTTR
MWS
NBR
NBS
NCIG
NDE
NE-DCIS
NDRC
NDT
NFPA
NIST
NICWS
NMS
NOV
NPHS
NPSH
NRC
NRHX
NS
NSSS
NT
NTSP
0&M
O-RAP
OBCV
OBE
0GS
OHLHS
oIS
OLMCPR
OLU
00S
ORNL
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Abbreviations And Acronyms List
Definition
Main Steamline
Main Steamline Break
Main Steamline Break Accident
Moisture Separator Reheater
Mean Square Voltage
Main Transformer
Mean Time To Repair
Makeup Water System
Nuclear Boiler Rated
Nuclear Boiler System
Nuclear Construction Issues Group
Nondestructive Examination
Non-Essential Distributed Control and Information System
National Defense Research Committee
Nil Ductility Temperature
National Fire Protection Association
National Institute of Standard Technology
Nuclear Island Chilled Water Subsystem
Neutron Monitoring System
Nitrogen Operated Valve
Normal Power Heat Sink
Net Positive Suction Head
Nuclear Regulatory Commission
Non-Regenerative Heat Exchanger
Non-seismic
Nuclear Steam Supply System
Nitrogen Storage Tank
Nominal Trip Setpoint
Operation and Maintenance
Operational Reliability Assurance Program
Overboard Control Valve
Operating Basis Earthquake
Offgas System
Overhead Heavy Load Handling System
Oxygen Injection System
Operating Limit Minimum Critical Power Ratio
Output Logic Unit
Out-of-Service

Oak Ridge National Laboratory
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Term
0SC
OSHA
OSI
P&ID
PA/PL
PABX
PAM
PAR
PAS
PASS
PCC
PCCS
PCT
PCV
PDA
PFD
PGA
PGCS
PH
PL
PM
PMCS
PMF
PMP
PQCL
PRA
PRMS
PRNM
PS
PSD
PSS
PSTF
PSWS
PT
PWR
QA
RACS

RAPI
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Abbreviations And Acronyms List
Definition
Operational Support Center
Occupational Safety and Health Administration
Open Systems Interconnect
Piping and Instrumentation Diagram
Page/Party-Line
Private Automatic Branch (Telephone) Exchange
Post Accident Monitoring
Passive Autocatalytic Recombiner
Plant Automation System
Post Accident Sampling Subsystem of Containment Monitoring System
Passive Containment Cooling
Passive Containment Cooling System
Peak Cladding Temperature
Primary Containment Vessel
Piping Design Analysis
Process Flow Diagram
Peak Ground Acceleration
Power Generation and Control Subsystem of Plant Automation System
Pump House
Parking Lot
Preventive Maintenance
Performance Monitoring and Control Subsystem of NE-DCIS
Probable Maximum Flood
Probable Maximum Precipitation
Product Quality Check List
Probabilistic Risk Assessment
Process Radiation Monitoring System
Power Range Neutron Monitoring
Plant Stack or Pool Swell
Power Spectral Density
Process Sampling System
Pressure Suppression Test Facility
Plant Service Water System
Pressure Transmitter
Pressurized Water Reactor
Quality Assurance
Rod Action Control Subsystem
Reliability, Availability and Maintainability

Rod Action and Position Information
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Abbreviations And Acronyms List

Term Definition

RAT Reserve Auxiliary Transformer

RB Reactor Building

RBC Rod Brake Controller

RBCC Rod Brake Controller Cabinet

RBCWS Reactor Building Chilled Water Subsystem

RBHV Reactor Building HVAC (Heating, Ventilation and Air Conditioning)

RBS Rod Block Setpoint

RBV Reactor Building Vibration

RC&IS Rod Control and Information System

RCC Remote Communication Cabinet

RCCV Reinforced Concrete Containment Vessel

RCCWS Reactor Component Cooling Water System

RCPB Reactor Coolant Pressure Boundary

RCS Reactor Coolant System

RDA Rod Drop Accident

RDC Resolver-to-Digital Converter

REPAVS Refueling and Pool Area Ventilation Subsystem of Fuel Building HVAC (Heating, Ventilation
and Air Conditioning)

RFP Reactor Feed Pump

RG Regulatory Guide

RHR Residual Heat Removal (function)

RHX Regenerative Heat Exchanger

RMS Root Mean Square

RMS Radiation Monitoring Subsystem

RLP Reference Loading Pattern

RMU Remote Multiplexer Unit

RO Reverse Osmosis

ROM Read-only Memory

RPS Reactor Protection System

RPV Reactor Pressure Vessel

RRPS Reference Rod Pull Sequence

RSM Rod Server Module

RSPC Rod Server Processing Channel

RSS Remote Shutdown System

RSSM Reed Switch Sensor Module

RSW Reactor Shield Wall

RTIF Reactor Trip and Isolation Function(s)

RTxpr Reference Temperature of Nil-Ductility Transition

RTP Reactor Thermal Power

RW Radwaste Building
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Term
RWBCR
RWBGA
RWBHVAC
RWCU/SDC
RWE
RWM
SA

SAM
SAR

SB

SBA

S/C

SC

S/D
S/DRSRO
S/N

S/P

SAS
SB&PC
SBO
SBWR
SCEW
SCRRI
SDC
SDM
SDS
SEOA
SER

SF

SFA

SFP

SIL

SIT

SIU
SJAE
SLC
SLMCPR
SMU
SOV
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Abbreviations And Acronyms List
Definition
Radwaste Building Control Room

Radwaste Building General Area

Radwaste Building HVAC (Heating, Ventilation and Air Conditioning)

Reactor Water Cleanup/Shutdown Cooling
Rod Withdrawal Error

Rod Worth Minimizer

Severe Accident

Severe Accident Management

Safety Analysis Report

Service Building

Small Break Accident

Digital Gamma-Sensitive GM (Geiger-Mueller Counter) Detector

Suppression Chamber

Scintillation Detector

Single/Dual Rod Sequence Restriction Override
Signal-to-Noise

Suppression Pool

Service Air System

Steam Bypass and Pressure Control System
Station Blackout

Simplified Boiling Water Reactor

System Component Evaluation Work
Selected Control Rod Run-in

Shutdown Cooling

Shutdown Margin

System Design Specification

Sealed Emergency Operating Area

Safety Evaluation Report

Service Water Building

Spent Fuel Assembly

Spent fuel pool

Service Information Letter

Structural Integrity Test

Signal Interface Unit

Steam Jet Air Ejector

Standby Liquid Control

Safety Limit Minimum Critical Power Ratio
SSLC (Safety System Logic and Control) Multiplexing Unit
Solenoid Operated Valve
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Abbreviations And Acronyms List

Term Definition

Sp Setpoint

SPC Suppression Pool Cooling

SPDS Safety Parameter Display System
SPTMS Suppression Pool Temperature Monitoring Subsystem of Containment Monitoring System
SR Surveillance Requirement

SRM Source Range Monitor

SRNM Startup Range Neutron Monitor

SRO Senior Reactor Operator

SRP Standard Review Plan

SRS Software Requirements Specification
SRSRO Single Rod Sequence Restriction Override
SRSS Square Root Sum of Squares

SRV Safety Relief Valve

SRVDL Safety Relief Valve Discharge Line
SSAR Standard Safety Analysis Report

SS Sub-scale

SST Sub-scale Test

SSC(s) Structure, System and Component(s)
SSE Safe Shutdown Earthquake

SSI Soil Structure Interaction

SSLC Safety System Logic and Control

SSPC Steel Structures Painting Council

ST Spare Transformer

STI Startup Test Instruction

STP Sewage Treatment Plant

STRAP Scram Time Recording and Analysis Panel
STRP Scram Time Recording Panel

SV Safety Valve

SWH Static Water Head

SWMS Solid Waste Management System

SY Switch Yard

TAF Top of Active Fuel

TASS Turbine Auxiliary Steam System

TB Turbine Building

TBCE Turbine Building Compartment Exhaust
TBAS Turbine Building Air Supply

TBE Turbine Building Exhaust

TBLOE Turbine Building Lube Oil Area Exhaust
TBS Turbine Bypass System

7-xx1
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Abbreviations And Acronyms List

Term Definition

TBHV Turbine Building HVAC (Heating, Ventilation and Air Conditioning)
TBV Turbine Bypass Valve

TC Training Center

TCCWS Turbine Component Cooling Water System
TCS Turbine Control System

TCV Turbine Control Valve

TDH Total Developed Head

TEDE Total Effective Dose Equivalent

TEMA Tubular Exchanger Manufacturers' Association
TFSP Turbine First Stage Pressure

TG Turbine Generator

TGSS Turbine Gland Seal System

THA Time-History Accelerograph

TIP Traversing In-core Probe

TLOS Turbine Lubricating Oil System

TLU Trip Logic Unit

T™I Three Mile Island

TMSS Turbine Main Steam System

TRAC Transient Reactor Analysis Code

TRM Technical Requirements Manual

TS Technical Specification(s)

TSC Technical Support Center

TSI Turbine Supervisory Instrument

TSV Turbine Stop Valve

TTWFATBV Turbine trip with failure of all bypass valves
UBC Uniform Building Code

UHS Ultimate Heat Sink

UL Underwriter's Laboratories Inc.

UPS Uninterruptible Power Supply

URD Utilities Requirements Document

USE Upper Shelf Energy

USM Uniform Support Motion

USMA Uniform Support Motion Response Spectrum Analysis
USNRC United States Nuclear Regulatory Commission
USS United States Standard

uv Ultraviolet

V&V Verification and Validation

Vac/VAC Volts Alternating Current

Vdc/VDC Volts Direct Current
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Term
VDU
VW
VWO
WD
WH
WS
WT
WW
XMFR
ZPA
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Abbreviations And Acronyms List
Definition
Video Display Unit
Vent Wall
Valves Wide Open
Wash Down Bays
Warehouse
Water Storage
Water Treatment
Wetwell
Transformer

Zero Period Acceleration
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7. INSTRUMENTATION AND CONTROL SYSTEMS

7.1 INTRODUCTION

This chapter presents the specific detailed design and performance information relative to the
instrumentation and control (I&C) aspects of safety-related and nonsafety-related systems (which
are important for plant operation) utilized throughout the plant. Many of the systems have other
design aspects relative to mechanical, radiological, and other items that are described in other
chapters.

7.1.1 Identification of I&C Systems

7.1.1.1 General

Instrumentation and control systems are designated as either nonsafety-related systems or safety-
related systems, depending on their functions. Some portions of a system may have a safety
function, while other portions of the same system may be classified as nonsafety-related. A
description of the system of classification can be found in Section 3.2.

Because the ESBWR safety-related functions (including engineered safety features) do not rely
on diesel-generator backed electrical energy or active systems by design, the necessary safety-
related instruments and controls are considerably reduced and simplified compared to previous
BWR plant designs. The systems presented in Chapter 7 are arranged consistent with the
Nuclear Regulatory Commission (NRC) Standard Review Plan (SRP), Reference 7.1-1, with
slight variations in some section titles to accommodate ESBWR design philosophy, i.e.,
Introduction, Reactor Trip System, Engineered Safety Feature (ESF) Systems, Shutdown
Systems, Safety-Related and Nonsafety-related Information Systems, Interlock Systems, Control
Systems, Diverse Instrumentation and Controls, and Data Communication Systems. Table 7.1-1 |
shows the application of the regulatory requirements specified in the SRP to the various systems.

Each individual safety-related system utilizes redundant channels of safety-related instruments
for initiating safety action. The automatic decision-making and trip logic functions associated
with the safety actions of the safety-related reactor trip system and engineered safety feature
systems are accomplished by a four-division, separated protection logic system framework called
the Safety System Logic and Control (SSLC). The SSLC provides the hardware and software
platforms for the logic for the safety-related protection functions, such as reactor trip, isolation,
and emergency core cooling functions. The SSLC multi-divisional system includes divisionally
separate panels which house the SSLC equipment for controlling the various safety functions and
the actuation devices. The SSLC receives input signals from the redundant channels of safety-
related instrumentation, and uses the input information to perform logic functions in making
decisions for safety actions. The ESBWR systems, which have logic implemented in the SSLC,
include the Reactor Protection (Trip) System, the Suppression Pool Temperature Monitoring
function of the Containment Monitoring System, the control logic of the Automatic
Depressurization System of the Nuclear Boiler System, the control logic of the Gravity-Driven
Cooling System, the Leak Detection and Isolation System, and the control logic of the Isolation
Condenser System. Divisional separation is also applied to the Essential Distributed Control and
Information System (E-DCIS), which provides data highways for the sensor input to the logic
units and for the logic output to the system actuators (actuated devices such as valves or squibs). |

7.1-1
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These and other SSLC interfaces are identified in the following subsections, and discussed in
detail in the appropriate sections of this chapter. A simplified block diagram showing the major
ESBWR I1&C systems and main control room interfaces is shown in Figure 7.1-1.

Note that the ESBWR instrumentation and control (I&C) systems provide many levels of
diversity. In general the RPS and MSIV isolation use separate sensors, hardware and software
than the ESF I&C. Furthermore, ATWS/SLC system is implemented in non-microprocessor
based hardware and uses separate level transmitters than RPS. A diverse protection system,
which includes both diverse RPS and diverse ESF actuation functions using different sensors,
hardware and software platforms than either of the safety related 1&C systems is also provided.
Finally the nonsafety related I&C systems which operate both plant investment protection (PIP)
systems and BOP systems are also different hardware and software platforms than the safety
1&C systems. Figure 7.1-2 presents a block diagram identifying the diverse hardware and
software platforms of the ESBWR I&C systems.

7.1.1.2 The ESBWR Instrumentation and Control Architecture

The ESBWR instrumentation and control (I&C) systems consist of both safety-related and
nonsafety-related control systems. The primary safety-related systems, such as the Reactor
Protection System (RPS), Leak Detection and Isolation System (LD&IS), and the ESF initiation
logics, are encompassed by the Safety System Logic and Control (SSLC) framework. The SSLC
and safety-related systems are supported by the safety-related data communication network, the
Essential Distributed Control and Information System (E-DCIS). The nonsafety-related (control)
systems include all other plant 1&C systems, which are supported by the nonsafety-related data
communication network, the Non-Essential Distributed Control and Information System (NE-
DCIS). A simplified block diagram of the ESBWR 1&C architecture is shown in Figure 7.1-1.

7.1.1.2.1 The Safety System Logic and Control (SSLC) Architecture

The safety-related 1&C systems consists of the SSLC and other individual monitoring systems
such as the Neutron Monitoring System and the Process Radiation Monitoring System, etc. The
SSLC is a four-division, separate and redundant protection logic system framework that provides
automatic decision-making and trip logic functions to implement the safety actions of the safety-
related reactor trip system and engineered safety feature systems within the framework. The
SSLC multi-divisional system includes divisionally separate panels which house the SSLC
equipment for controlling the various safety functions and the actuation devices. Figure 7.3-5
provides an overview of the structure of the SSLC, which mainly consists of the Reactor Trip
and Isolation Function (RTIF) part of the framework and the Engineering Safety Features (ESF)
part of the framework. The RTIF includes the logics of the Reactor Protection System (RPS) for
reactor scram and the isolation logics of main steam-line isolation valves (MSIV). The ESF
logics include all ECCS initiation logics for the opening of Automatic Depressurization System
(ADS) Safety Relief Valves (SRV), Depressurization Valves (DPV), Gravity-Driven Cooling
System (GDCS) squib valves, and Isolation Condenser (IC) valves. It also includes the LD&IS
logics and the Standby Liquid Control System liquid boron injection initiation logic for the
Anticipated Transient Without Scram (ATWS) function.
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SSLC/RTIF

The basic system architecture of the RTIF, i.e., the RPS and MSIV Isolation part of SSLC,
employs four independent trip logic systems in four separate divisions of safety protection
equipment, as shown in Figure 7.2-1. The four redundant RPS divisions are identical in design
and independent in operation. There are four instrument channels provided for each process
variable being monitored, one for each RPS division. Four sensors, one per division, are
provided for each variable. The logic in each division does not depend on time-of-day and is
asynchronous to the other divisions; no division depends on the correct operation of another
division nor on interdivisional communication links. As shown in Figure 7.2-1, each division
has the Remote Multiplexing Unit (RMU) function, the Digital Trip Module (DTM) function, the
Trip Logic Unit (TLU) function, the Output Logic Unit (OLU) function, and the Communication
Interface Module (CIM) function. The RMU receives input from the sensors device and
performs analog-to-digital conversion and signal processing function. The digitized signal is
then sent to the DTM. Some signals are directly sent to the DTM such as those from the turbine
stop valves and control valves positions. The DTM generates the trip signal to the TLU based on
setpoint comparison. The DTM and the TLU reside in separate and independent processors.
Each TLU receives the trip status from the DTMs in all four divisions and perform 2 out of 4
logic to determine the trip status for each system. Some trip signals are sent to the TLU directly
from other inputs such as the NMS trip signals and operator manual inputs. The DTM receives
division of sensor bypass signal to activate divisional trip bypass. The trip signal from the TLU
is then sent to the OLU in this division and output to the load drivers in the scram circuitry. The
CIM serves as the communication interface for data communication between the RTIF division
and the nonsafety systems. The RPS logic and system design arrangement and architecture are
described in more detail in Subsection 7.2.1.2.4. Like the ABWR, the ESBWR RPS logic will
scram the plant when any two or more same parameters (in two or more divisions) exceed their
trip value, under any single failure and any division of sensors/logic bypass.

For the actual hardware and software design platform descriptions of the RTIF, detailed
information of the platform concept is included in the referenced documents. Reference 7.1-2
provides a sample description of the platform performance of various functional components in
RTIF applied in ABWR. The ESBWR employs the same functional components and platform
structure. Reference 7.1-3 provides a sample detailed hardware and software functional
description and specification of the RTIF applied in ABWR. Such RTIF hardware and software
platform structure concept is identical to that of ESBWR. To provide as an example of a key
RTIF component, Reference 7.1-4 provides the sample software design description and
specification of the Digital Trip Module (DTM) of the RTIF applied in ABWR. Such RTIF
DTM component structure concept is identical to that of ESBWR. In addition, Reference 7.1-5
and Reference 7.1-6 also provide the typical safety-related NMS system component units
platform concepts (PRNM and SRNM) that are identical to that used in ESBWR NMS. Other
than detailed specific parameters application and logic hardware/software designs, the ESBWR
SSLC/RTIF architecture concept is identical to that of the ABWR. The ABWR SSLC/RTIF
architecture concept has been reviewed and approved per the ABWR Certification.

SSLC/ESF

The ESF part of SSLC also follows a four-division architecture and platform. The basic system
architecture of the ESF logics employs four independent trip logic systems in four separate
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divisions of safety protection equipment, as shown in Figure 7.3-4. The four redundant ESF
logic divisions are identical in design and independent in operation. There are four instrument
channels for each ESF logic division. Four sensors, one per division, are provided for each
variable monitored. The logic data in each division does not depend on time-of-day and is
asynchronous to the other divisions; no division depends on the correct operation of another
division nor on interdivisional communication links. The ESF logic design arrangement and
architecture are described in more details in Subsection 7.3.4.2. SSLC/ESF input data (process
variables) are multiplexed via the Essential DCIS (E-DCIS) in four physically and electrically
isolated redundant divisions. Each of the four independent and separated E-DCIS channels feeds
separate and independent channel of SSLC/ESF equipment.

As shown in Figure 7.3-4, each division of ESF logic has the Remote Multiplexing Unit (RMU),
the Digital Trip Module (DTM) function, the Voter Logic Unit (VLU) function, the Network
Interface Module (NIM) function and Communication Interface Module (CIM) function, and the
Bridge Transfer Module (BTM) function. It also contains the safety-related visual display unit
(VDU) for operator interface. Either directly or via data link, all the units within the network are
connected by redundant fiber optic ring type network. The RMU is the input/output device and
used either for sensor input function or for signal output function to actuators. The DTM
generates the trip signal to the VLU based on setpoint comparison. The VLU and the DTM
reside in separate and independent processors. The VLU is a dual logic function unit that
processes two independent logic paths. Each VLU receives the trip status from the DTMs in all
four divisions and perform 2-out-of-4 logic, in both logic paths independently, to determine the
trip status for each system. The CIM serves as the communication interface for data
communication between different ESF divisions and between the ESF division and other safety-
related signal inputs from RPS and NMS. The BTM is used as the interface and isolation device
to transfer data from the ESF division to nonsafety network through a gateway. Data is received
at the input module of the RMU and processed in the RMU. It is then sent to the DTM for
setpoint comparison. The resulted signal from this division and other three divisions are then
processed by the VLU for 2-out-of-4 trip decision. The trip signal is then sent to the output
RMU in all four divisions. The data is then sent by hardwire from the RMU to equipment for
actuation. The safety-related VDU provides the operator with display and control interfaces.
Specific descriptions of the SSLC/ESF logic function is presented in Subsection 7.3.4.2. Other
than detailed specific parameters application and logic hardware/software designs, the ESBWR
SSLC/ESF architecture concept is identical to that of the ABWR. The ABWR SSLC/ESF
architecture concept has been reviewed and approved per the ABWR Certification[ FCC3].

7.1.1.3 Reactor Trip System
Reactor Protection System (RPS)

The safety-related RPS 1&C initiates an automatic reactor shutdown by rapid insertion of control
rods (scram) if monitored system variables exceed pre-established limits. This action prevents
fuel damage, limits system pressure and thus restricts the release of radioactive material.

Neutron Monitoring System (NMS)

The safety-related NMS monitors the core neutron flux from the startup source range to beyond
rated power. The NMS provides logic signals to the RPS to automatically shut down the reactor
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when a condition necessitating a reactor scram is detected. The NMS is composed of four
subsystems:

e Startup range neutron monitor (SRNM);

e Power range neutron monitor (PRNM), a subsystem that includes the local power range
monitor (LPRM), the average power range monitor (APRM), and the oscillation power
range monitor (OPRM) functions;

e Automatic fixed in-core probe (AFIP) (nonsafety-related; refer to Subsection 7.1.1.8.);
and

e Multi-Channel Rod Block Monitor (MRBM) (nonsafety-related; refer to
Subsection 7.1.1.8.).

Suppression Pool Temperature Monitoring Subsystem Function (SPTMS)

The safety-related SPTMS is provided to monitor pool temperatures under all operating and
accident conditions. The system operates continuously during reactor operation. Should the
suppression pool temperature exceed established limits, the SPTMS provides input for both a
reactor scram and for automatic initiation of suppression pool cooling mode of FAPCS. The
SPTMS is part of the Containment Monitoring System (CMS).

7.1.1.4 Engineered Safety Features Systems
Emergency Core Cooling Systems (ECCS)

Safety-related 1&C provides automatic initiation and control of the Isolation condensers,
Automatic Depressurization System (ADS) and the Gravity-Driven Cooling System (GDCS) to
cool the fuel cladding in event of a design basis accident. The Standby Liquid Control (SLC)
System also has an ECCS function discussed in Section 7.4.

Isolation Condenser System (ICS)

Safety-related ICS 1&C automatically limit reactor pressure and temperature within an
acceptable range so that safety relief valves will not lift and emergency reactor depressurization
action will not occur when the reactor becomes isolated during power operations. Over longer
durations, the ICS also removes excess sensible and core decay heat from the reactor without the
need for an external power supply, and with minimal loss of coolant inventory from the reactor
when the normal heat removal system is unavailable.

Passive Containment Cooling System (PCCS)

The safety-related PCCS functions to cool the containment following a rise in containment
pressure and temperature without requiring any component actuation.

The PCCS needs no electric power and does not have instrumentation, control logic, or power
actuated valves. Therefore, PCCS is not addressed in Chapter 7. However, the PCCS is briefly
described herein for completeness.

Leak Detection and Isolation System (LD&IS)

The safety-related LD&IS 1&C monitors leakage sources from the reactor coolant pressure
boundary, and automatically initiates closure of the appropriate isolation valves to isolate the
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source of the leak if monitored system variables exceed preset limits. This action limits the loss
of coolant from the reactor coolant pressure boundary and the release of radioactive materials to
the environment.

Safety System Logic and Control System (SSLC)

The safety-related SSLC includes the control functions of the various safety function actuation
devices of the safety-related plant systems. Input signals from redundant channels of safety-
related instrumentation are used to perform logic operations that result in decisions for safety
action. Trip logic outputs to the actuation devices (pilot solenoid valves, squib valves, etc.)
initiate the appropriate plant protection.

7.1.1.5 Safety and Non-Safety Shutdown Systems
Standby Liquid Control (SLC) System

The safety-related SLC system 1&C provides for the automatic initiation of an independent
boron solution system, to shut down the reactor from rated power to shutdown conditions in the
event that withdrawn control rods cannot be inserted to achieve reactor shutdown. The system is
also automatically initiated with ADS to provide additional core inventory.

Remote Shutdown System (RSS)

Should the main control room become uninhabitable, the RSS panel provides the ability to both
monitor and operate all of the required systems within the corresponding division. Although no
automatic functions are lost with the control room evacuation, manual operation of all the
divisional systems is also available. Similarly each RSS panel includes the ability to operate all
of the non-safety Plant Investment Protection (PIP) equipment and BOP equipment, either
automatically or manually.

Reactor Water Cleanup/Shutdown Cooling System (RWCU/SDC)

Nonsafety-related RWCU/SDC 1&C functions to maintain reactor water purity during operation,
and to provide normal shutdown cooling by taking suction from the reactor pressure vessel,
pumping the flow through heat exchangers, and returning the cooled water to the vessel through
the feedwater line. The 1&C system is segmented and allows the different “A/B” components to
operate independently.

Fuel and Auxiliary Pools Cooling System (FAPCS)

Nonsafety-related FAPCS 1&C functions to maintain the various ICS, GDCS and suppression
pool temperatures and cleanliness during operation, by pumping the flow through heat
exchangers and demineralizers. The FAPCS can also provide a “Low Pressure Core Injection
(LPCI)” mode to provide inventory after the reactor pressure has been reduced. The 1&C is
segmented and allows the different “A/B” components to operate independently.

Control Rod Drive System (CRD)

Nonsafety-related CRD 1&C normally functions to maintain the HCU accumulators at the
required pressure, to provide cooling water flow to the FMCRDs and to provide various high
pressure purge flows. The CRD can also provide a “high pressure injection” mode capable of
supplying inventory to the reactor vessel at elevated pressures. The 1&C is segmented and
allows the different “A/B” components to operate independently.

7.1-6
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7.1.1.6 Safety-Related Information Systems
General I&C Conformance to Regulatory Guide 1.97

Safety-related display instrumentation provides information regarding plant conditions and
equipment status in order to determine the need for manual safety action. A detailed assessment
of ESBWR conformance with Regulatory Guide 1.97 is presented in Subsection 7.5.1.

Containment Monitoring System (CMS)

Safety-related CMS instrumentation measures and records radiation levels and the
oxygen/hydrogen concentration levels in the primary containment under post-accident
conditions. It is designed to operate continuously in normal operation and is automatically put in
service upon detection of loss-of-coolant accident (LOCA) conditions.

Process Radiation Monitoring System (PRMS)

Safety-related and nonsafety-related PRMS instrumentation monitors the main steam lines,
fission products in the drywell, discharges from the Isolation Condenser System, vent discharges
and liquid and gaseous effluent streams that may contain radioactive materials. Main control
room display, recording, and alarm capability are provided along with controls, which provide
automatic trip inputs to the respective systems for isolation of further radiation release.

Area Radiation Monitoring System (ARMS)

Nonsafety-related ARMS instrumentation continuously monitors the gamma radiation levels
within designated areas of the plant, and provides early warning to operating personnel when
predetermined exposure rates are exceeded.

7.1.1.7 Interlock Systems
Systems Interlock Function

A reactor pressure interlock is provided to Gravity-Driven Cooling System (GDCS) to prohibit
inadvertent manual initiation of the system during normal reactor operation.

Normally closed isolation valves are provided on the Fuel and Auxiliary Pools Cooling System
(FAPCS) low-pressure injection (LPCI) line to protect its low pressure piping from over
pressurization during the reactor power operation. A high pressure/low pressure interlock is
provided to prevent opening of the isolation valve when the reactor pressure is higher than the
FAPCS design pressure.

Interlock Systems

Redundant reactor pressure instruments provide a high-pressure signal to FAPCS HP/LP
interlock when the reactor pressure exceeds the setpoint determined based on the design pressure
of the low pressure FAPCS piping. Upon receipt of a high reactor pressure signal, the HP/LP
interlock circuit initiates a signal to close the isolation valves and prevent them from opening.

Other than the isolation valves, the ESBWR design has no interlocks that isolate safety-related
from nonsafety-related piping during LOCA, because there are no piping interfaces separating
safety-related and nonsafety-related portions of piping systems.
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7.1.1.8 Control Systems
Nuclear Boiler System Instrumentation

Redundant safety-related instrumentation is provided to monitor reactor vessel water level and
reactor vessel pressure for operator monitoring and inputs to safety systems during normal,
transient, and accident conditions.

Nonsafety-related instrumentation provides indication of reactor coolant and vessel temperatures,
reactor vessel water level, and reactor vessel pressure.

Rod Control and Information System

Nonsafety-related 1&C provide the capability to control reactor power level by controlling the
movement of the control rods in the reactor core during manual, semi-automated, and automated
modes of plant operations. The automated thermal limit monitor (ATLM) subsystem
automatically enforces fuel operating thermal limits minimum critical power ratio (MCPR) and
maximum linear heat generation rate (MLHGR) when reactor power is above the low power
setpoint (LPSP).

Feedwater Control System (FWCS)

A highly reliable and triplicate redundant nonsafety-related I&C both automatically and
manually regulates the flow of feedwater into the reactor pressure vessel to maintain
predetermined water level limits during minor transients and normal plant operating modes.

Plant Automation System (PAS)

Nonsafety-related 1&C provides automatic startup/shutdown algorithms and controls, regulates
reactivity during criticality control, provides heatup & pressurization control, regulates reactor
power, and provides automatic power generation control during power operation.

Steam Bypass and Pressure Control System (SBPC)

A highly reliable and triplicate redundant nonsafety-related I&C controls reactor pressure during
plant startup, power generation and shutdown modes of operation, by directly controlling the
turbine bypass and indirectly controlling turbine control valve position by sending pressure
regulation demand signals to the Turbine Control System - Electro-Hydraulic Control.

Neutron Monitoring System - Nonsafety-related Subsystems

The nonsafety-related Automated Fixed In-core Probe (AFIP) provides a signal proportional to
the axial neutron flux distribution at the radial core locations of the Local Power Range Monitor
(LPRM) detectors. The signal facilitates fully automated, precise, reliable calibration of LPRM
gains and provides axial power measurement data for three dimensional core power distribution
determination. The nonsafety-related MRBM Subsystem logic issues a rod block signal that is
used in the RCIS logic to enforce rod blocks that prevent fuel damage by assuring that the
minimum critical power ratio (MCPR) and maximum linear heat generation rate (MLHGR) do
not violate fuel thermal safety limits.

Containment Inerting System

Nonsafety-related 1&C establishes and maintains an inert atmosphere within the primary
containment during plant operating modes, except during plant shutdown for refueling or
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equipment maintenance and during limited periods of time to permit access for inspection at low
reactor power.

7.1.1.9 Diverse Instrumentation and Controls

Although not required for safety, Diverse 1&C is provided to address Branch Technical Position
HICB-19 on Defense-in-Depth and Diversity in Digital Computer-Based Instrumentation and
Control Systems, in addition to the ATWS mitigation features, which provide alternate control
rod insertion, boron injection, and feedwater runback. (The ATWS mitigation function using
liquid boron injection is part of diverse I&C functions, which is safety-related and is included as
part of SSLC.) This diverse 1&C function, called Diverse Protection System (DPS), is
implemented in a highly reliable triplicate redundant control system whose sensors, hardware
and software are different than any of the safety-related 1&C platforms.

The following diverse actuation functions are provided in this DPS:

(1) A set of protection logics that provide diverse means to scram the reactor via control rod
insertion using separate and independent sensors, hardware and software from the primary
RPS.

(2) A set of ESF initiation logics that provide diverse means to initiate certain ESF functions
using separate and independent sensors, hardware and software from the primary ESF
systems.

(3) A set of alternate rod insertion (ARI) and associated logics (e.g., control rod run in) via
control rod insertion through alternate means by opening the three sets of air header dump
valves of the Control Rod Drive system. This is also part of the ATWS mitigation
function.

The diverse protection system provides both manual and automatic initiation of the above
functions.

7.1.1.10 Data Communication Systems

The Essential Distributed Control & Information System (E-DCIS) and Non-Essential
Distributed Control & Information System (NE-DCIS) provide distributed control and
instrumentation data communications networks to support the monitoring and control of
interfacing plant safety and non-safety systems. They provide the electrical devices and circuitry
(such as multiplexing units, data transmission line and transmission controllers) between sensors,
display devices, controllers and actuators. They also provide acquisition and communication
software required to support the function of transmitting plant-wide data for distribution control
and monitoring.

Within the NE-DCIS, the various distributed plant computers and workstations support both
display, alarm, monitoring and control functions that increase the efficiency of plant performance
by performing functions, calculations and nonsafety-related system controls during startup,
normal, and shutdown modes of plant operation. The various plant computers additionally
provide both local and permanently archived records of plant operation. The plant computer
functions also drive nonsafety-related display and control equipment in the main control room
and provide supervisory control of plant automation features.
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7.1.2 Identification of Design Bases and Safety Criteria

7.1.2.1 General

The 1&C design bases address the performance of the systems intended function while satisfying
the applicable general design criteria, regulatory guides, industry standards, and other
documents.

The safety design basis for a safety-related system states the unique functional design
requirements that establish the limits to satisfy the safety objectives. The general functional
requirement portion of the safety design basis presents those requirements that have been
determined to be sufficient to ensure the adequacy and reliability of the system from a safety
viewpoint.

10 CFR 50.2 Safety Design Bases

Safety-related systems provide actions necessary to assure safe plant shutdown to protect the
integrity of radioactive material barriers or prevent the release of radioactive material in excess
of allowable dose limits for design basis accidents. These safety-related systems consist of
components, groups of components, systems, or groups of systems. A safety-related system may
have a power generation design basis. The unique functional design requirements stated in the
design basis establish the limits to satisfy the safety objectives

The technical design bases for the instrumentation and controls for each system are presented as
specific subsections throughout Chapter 7.

Nonsafety Design Bases

Nonsafety-related (including power generation) systems are reactor support systems that are not
required to protect the integrity of radioactive material barriers and do not prevent the release of
radioactive material in excess of allowable dose limits. The 1&C portions of these system may
prevent the plant from exceeding preset limits that would otherwise initiate the action of safety-
related systems.

Instrument Errors

The design considers instrument drift, environmental conditions at the sensor location, changes
in the process, testability, and repeatability in the selection of instrumentation and controls and in
the determination of setpoints. Adequate margin between safety limits and instrument setpoints
is provided to allow for instrument error. The safety limits and allowable values are provided in
the plant Technical Specifications. The amount of instrument error is determined by test and
experience. The setpoint is selected based on the known error; since almost all of the 1&C is
microprocessor based and almost all of the instrument loop error is in the sensor since discrete
setpoints do not drift. The recommended test frequency is greater on instrumentation that
demonstrates a stronger tendency to drift.

The system allowable values for setpoints are listed in the plant Technical Specifications for each
safety-related system. The actual settings are determined based on operating experience and
conservative analyses. The settings are high enough to preclude inadvertent initiation of the
safety action but low enough to assure that significant margin is maintained between the actual
setting and the limiting safety-related system settings. The margin between the limiting safety-
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related system settings and the actual safety limits includes consideration of the maximum
credible transient in the process being measured.

The periodic test frequency for each variable is determined from historical data on setpoint drift
and from quantitative reliability requirements for each system and its components. . More
detailed information on consideration of instrument error and on setpoint calculation is included
in Reference 7.2-1, “General Electric Instrument Setpoint Methodology.”

Testing and Inspection

The testing and inspection capabilities for the instrumentation and controls for each system are
presented as specific subsections in Chapter 7.

7.1.2.2 Conformance to Regulatory Requirements and Industry Standards

The applicability of the following regulatory requirements and industry standards to the
instrumentation and controls for the various systems are presented in the following subsections:

e Title 10 Code of Federal Regulations, including TMI Action Plan Requirements
e NRC Regulatory Guides

e Industry codes and standards

e Branch Technical Positions

The specific regulatory acceptance criteria and guidelines requirements applicable to each of
these systems (safety-related or nonsafety-related but important for plant operation) identified in
the Standard Review Plan are identified and tabulated in Table 7.1-1. The regulatory
requirements applicability matrix of Table 7.1-1 is followed in Section 7.2 through Section 7.9
for the regulatory conformance discussions of each specific system. The degree of applicability
and conformance, along with any clarifications or justification for exceptions, are presented in
the evaluation sections for each specific system. General I&C conformance is discussed in the
following subsections. For those safety I&C systems that are identical or very similar in
architecture design to those previously reviewed by NRC (ABWR Certification), or those where
the adequacy of the system is based upon prior NRC approval, such architecture design of those
systems are identified in the system description sections of each specific system.

Title 10 Code of Federal Regulations
10 CFR 50.55a (Codes and Standards):

10 CFR 50.55a(a)(1) and 50.55a(h) are applicable to the instrumentation and control equipment.
10 CFR 50.55a(h) requires the application of IEEE 279 for protection systems. However,
Regulatory Guide 1.153, Section B, states: “Compliance with the provisions of IEEE Std. 603-
1980, as supplemented in Section C of this guide, is considered by the NRC staff to satisfy the
provisions of IEEE Std. 279-1971.” Therefore, because RG 1.153 (IEEE 603) is addressed for
each system, IEEE 279 is not separately addressed.

10 CFR 50.34(f) (Conformance to TMI Action Plan Requirements):

Response to TMI related matters is generally addressed in Chapter 1, Appendix 1A. TMI action
plan requirements are identified relative to the C&I systems in Table 7.1-1. The applicable
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systems are generally designed to conform. However, because of the design features of the
ESBWR, several of these requirements are not applicable. These are identified as follows:
I1.K.3.13 - HPCI and RCIC Initiation Levels

I1.K.3.15 - Isolation of HPCI and RCIC (Turbine Driven)

II.K.3.21 - Automatic Restart of LPCS and LPCI

I1.K.3.22 - RCIC Automatic Switchover of Suction Supply

For the others, the degree of conformance, along with any clarifications or exceptions, is
discussed in the safety evaluation subsections of Sections 7.2 through 7.9.

10 CFR 50.62 (ATWS):
The ESBWR is designed with ATWS mitigation functions, as described in Section 7.8.
10 CFR 52.47(a)(1)(iv) Resolution of Unresolved and Generic Safety Issues

e Conformance: Resolution of unresolved and generic safety issues is discussed in
Section 1.11.

10 CFR 52.47(a)(1)(vi) ITAAC in Design Certification Applications

e Conformance: ITAAC are provided for the 1&C systems and equipment in Tier 1.
10 CFR 52.47(a)(1)(vii) Interface Requirements

e Conformance: Interface material is provided in Tier 1.
10 CFR 52.47(a)(2) Level of Detail

e Conformance: The level of detail provided for the RPS within the Tier 1 and Tier 2
documents conforms to this BTP.

10 CFR 52.47(b)(2)(i) Innovative Means of Accomplishing Safety Functions

e Conformance: The ESBWR is designed with innovative means of accomplishing safety
functions, as delineated in Section 1.5.

10 CFR 52.79(c), ITAAC in Combined License Applications
e Conformance: ITAAC are provided for the I&C systems and equipment in Tier 1.
10 CFR 50 Appendix A, General Design Criteria (GDC):

Conformance with NRC General Design Criteria (10 CFR 50 Appendix A) is discussed in
Section 3.1. The applicability of GDC to each system is presented in Table 7.1-1. Specific
conformance of the 1&C systems themselves is addressed in Sections 7.2 through 7.7.

Staff Requirements Memoranda (SRM)
SRM to SECY 93-087 I1.Q (Defense Against Common-Mode Failures):

The ESBWR digital 1&C is designed with defense-in-depth and diversity for defense against
common-mode failures. Section 7.8 includes the description of the diverse instrumentation and
control system that specifically addresses the requirements of this SRM.
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SRM to SECY 93-087 I1.T (Control Room Annunciator/Alarm Reliability)

Section II.T of SECY 93-087 applies specifically to the post-accident monitoring requirement,
which is described in Section 7.5. The ESBWR alarm system meets the intent of the EPRI
requirements for redundancy, independence, and separation in that the "alarm system" is
considered redundant. Alarm points are sent via dual network to redundant message processors
on dual power supplies. The processors are dedicated and only do alarm processing. The alarms
are displayed on multiple independent VDUs (dual power supplies on each). The alarm tiles are
driven by redundant data links (dual power). The alarm tile processor is redundant. Each alarm
tile has at least two LEDs. The horn and voice speaker are not redundant. Test buttons are
available to test the horn(s) and all the lights. There are no alarms requiring manually controlled
actions for safety systems to accomplish their safety function. Thus the requirements for Class
1E equipment and circuits are not applicable.

Conformance to Regulatory Guides

A discussion of the general conformance of the I&C equipment to the Regulatory Guides is as
follows. Individual system conformance, along with any clarifications or exceptions, is
addressed in the Safety Evaluation subsections within Sections 7.2 through 7.9.

Regulatory Guide 1.22 - Periodic Testing of Protection System Actuation Functions -
Safety-related systems have provision for periodic testing. Proper functioning of analog sensors
can be verified by channel cross-comparison and is done continuously by the plant computer
functions. Some actuators and digital sensors, because of their locations, cannot be fully tested
during actual reactor operation. Such equipment is identified and provisions for meeting the
requirements of Paragraph D.4 (per BTP HICB-8) are discussed in the Safety Evaluation
subsections within Sections 7.2 through 7.9.

Regulatory Guide 1.47 - Bypassed and Inoperable Status Indication for Nuclear Power
Plant Safety Systems - Bypass indications are designed to satisfy the requirement of IEEE 603,
Paragraph 5.8.3, and Regulatory Guide 1.47. The design of the bypass indications allows testing
during normal operation and is used to supplement administrative procedures by providing
indications of safety-related systems status.

Bypass indications are designed using isolation devices that preclude the possibility of any
adverse electrical effect of the bypass indication circuits on the plant safety-related system.

Regulatory Guide 1.53 - Application of the Single-Failure Criterion to Nuclear Power Plant
Protection Systems - The safety-related system designs conform to the single failure criterion.

Regulatory Guide 1.62 - Manual Initiation of Protective Actions - Manual initiation of the
protective action is provided at the system level for safety-related systems.

Regulatory Guide 1.75 - Physical Independence of Electric Systems - The safety-related
system designs conform to the physical independence criterion.

The 1&C of the safety-related systems complies with the independence and separation criteria for
redundant systems in accordance with Regulatory Guide 1.75 or by implementation of the
following alternates:

e Associated circuits installed in accordance with IEEE 384, Subsection 5.5.2(1), are
subject to the requirements of Class 1E circuits for cable derating, environmental
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qualification, flame retardants, splicing restrictions, and raceway fill unless it is
demonstrated that Class 1E circuits are not degraded below an acceptable level by the
absence of such requirements.

e The method of identification used (IEEE 384, Subsection 6.1.2) preclude the need to
frequently consult any reference material to distinguish between Class 1E and non-Class
1E circuits, between non-Class 1E circuits associated with different redundant Class 1E
systems, and between redundant Class 1E systems.

e First sentence of IEEE 384, Section 6.8 is implemented as follows:

— Redundant Class 1E sensors and their connections to the process system shall be
sufficiently separated so that required functional capability of the protection system
are maintained despite any single design basis event.

e Non-Class 1E instrumentation circuits are exempted from the provisions of IEEE 384,
Section 5.6, provided they are not routed in the same raceway as power and control
cables (unless the cables are optical fiber) or are not routed with associated cables of a
redundant division.

Regulatory Guide 1.97 - Instrumentation for Light-Water-Cooled Nuclear Power Plants to
Assess Plant Conditions During and Following an Accident - Instrumentation and controls are
designed to meet the requirements of Regulatory Guide 1.97. Details of design implementation
are discussed in Section 7.5.

Regulatory Guide 1.105 - Instrument Setpoints for Safety-Related Systems - The
instrumentation and control systems are consistent with the requirements of Regulatory
Guide 1.105. The applicable trip setpoint (instrument setpoint) allowance value (technical
specification limit) and the analytical or design basis limit are provided in separate
documentation. These parameters are appropriately separated from each other based on
instrument accuracy, calibration capability and design drift (estimated) allowance data. The
setpoints are within the instrument best-accuracy range. The established setpoints provide
margin to satisfy both safety requirements and plant availability objectives.

Regulatory Guide 1.118 - Periodic Testing of Electric Power and Protection Systems - The
instrumentation and control systems are consistent with the requirements of Regulatory
Guide 1.118, with the following clarifications of the regulatory guide requirements:

e Position C.6b - Trip of an associated protective channel or actuation of an associated
Class 1E load group is required on removal of fuses or opening of a breaker only for the
purpose of deactivating instrumentation or control circuits.

e Position C.2 - Insofar as is practical and safe, response time testing is performed from
sensor inputs (at the sensor input connection for process instruments) to and including the
actuated equipment.

Regulatory Guide 1.151 Instrument Sensing Lines - The instrument sensing lines are designed
to satisfy the requirements of Regulatory Guide 1.151. Such lines are used to perform both
safety-related and nonsafety-related functions. However, there are four redundant and separate
sets of instrument lines, each having Class 1E instruments associated with one of the four
electrical Class 1E divisions. The Reactor Protection System logic requires any two out of the
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four signals to scram. If a channel is bypassed, the logic is two-out-of-three. Also, emergency
core cooling functions are redundant throughout the four divisions and the feedwater system is
designed with fault-tolerant triplicate digital controllers using separate sensors from the safety-
related sensors. Therefore, the systems are designed such that no single failure could cause an
event and at the same time prevent mitigating action for the event.

Regulatory Guide 1.152 - Computer Software Used in Safety-Related Systems - Criteria and
guidelines stated in ANSI/IEEE-ANS-7-4.3.2, as endorsed by Regulatory Guide 1.152 are used
as a basis for design procedures established for programmable digital equipment.

DG-1130/IEEE Std. 7-4.3.2-2003 Summary

Regulatory Guide 1.152 is the main regulatory guide on digital computers in safety systems in
nuclear power plant. Draft Regulatory Guide DG-1130 will become RG 1.152 Rev.2 after it is
officially issued. DG-1130 endorses and refers to IEEE 7-4.3.2 — 2003 and IEEE 603-1998 for
specific criteria details.

The content of DG-1130 is similar to Regulatory Guide 1.152 Rev.1, except in certain areas that
some additional requirements are specified. One major requirement area in DG-1130 contains
discussions on digital I&C equipment common mode failure issues. The concern is related to the
possibility that a design error in the software in redundant channels of a safety system could lead
to common-cause or common-mode failure of the safety system function. Conditions may exist
under which some form of diversity may be necessary to provide additional assurance beyond
that provided by the design and QA programs that incorporate software QA and V&V. The
design techniques of functional diversity, design diversity, diversity in operation, and diversity
within the four echelons of defense in depth can be applied as defense against common-cause
failures. The justification for equipment diversity, or for the diversity of related system software
such as a real-time operation system, must extend to equipment components to ensure that actual
diversity exists. Claims for diversity based on different manufacturers are insufficient without
consideration of the above. Other considerations such as functional and signal diversity, that
lead to different software requirements form a stronger basis for diversity. DG-1130 endorses
IEEE Std. 7-4.3.2 — 2003. It also refers to NUREG SRP Sec 7 BTP HICB-19 (June 1997 Rev.4)
for additional guidance. DG-1130 contains extensive requirements on “Security.”

The following positions are noted in IEEE Std. 7-4.3.2-2003:

e The main text portions of IEEE 7-4.3.2 is similar to its 1993 version, with more extensive
requirements incorporated, i.e., software development, V&V, software configuration
management, equipment qualification, self-diagnostics, independence, reliability. There
is no specifics details on diverse method requirements.

e Annex B "Diversity Requirements Determination® basically the same as the 1993
version. This annex provides a methodology for determining the need for diversity.
Three approaches are mentioned: functional diversity (e.g., ATWS); defense-in-depth
analysis (design features diversity analysis in different echelons such as RPS, ESF,
controls, etc); diverse design (combination of computer and non computer channels,
separate specs/hardware/software, etc.) This annex requirements are "soft" such that in
both of the first two approaches it stated that it is acceptable to use identical software.
NRC DG-1130 does not endorse this Annex B.

7.1-15




26A6642AW Rev. 01
ESBWR Design Control Document/Tier 2

e Annex C "Dedication of existing commercial computers": This is similar to the 1993
version. NRC does not endorse this annex.

e Annex E, "Communication Independence": This is similar to the annex in the 1993
version. NRC does not endorse this annex.

e Annex F, "Computer reliability": This is similar to the annex in 1993 version. NRC
states that quantitative reliability goals are not the only means, and does not endorse this
method as the sole means of meeting the regulations for reliability of digital computers.
NRC acceptance is based on deterministic criteria.

ESBWR Safety [&C System compliance to DG-1130/IEEE Std. 7-4.3.2-2003

Regulatory Guide 1.152 Rev.1 has been followed in the design of ABWR safety 1&C systems,
and the ESBWR safety 1&C, being very similar or identical in design approach and in safety
design requirements, also meets the requirements of Regulatory Guide 1.152 Rev.1. DG-1130
includes additional requirements applicable to digital computer-based safety 1&C equipment.
The ESBWR compliance to these additional DG-1130 requirements are summarized as follows.

Defense against software common mode failures: GE has evaluated BTP-HICB-19 requirements
including the acceptance criteria on defense-in-depth and diversity and defense against common
mode failures, on the four echelons of defense against common-mode failures: control systems,
reactor trip system, ESFAS, and monitoring and indicators functions. Based on GE’s evaluation,
to fully address the requirements of BTP HICB-19 and DG-1130 on defense-in-depth and
diversity and defense against common mode failures, the Diverse Protection System (DPS) is
developed to back up the primary safety 1&C system protection functions. The DPS is
implemented with totally separate and independent equipment from the primary Safety 1&C
protection systems (RPS and SSLC/ESF). The DPS is implemented in addition to the
ATWS/Standby Liquid Control System function.. Detailed description of the DPS and the
description of defense-in-depth and diversity and defense against common mode failure are
included in Section 7.8

Based on GE’s evaluation, to fully meet the requirements of DG-1130 and BTP HICB-19
following the principle of defense-in-depth and diversity and protection against software
common mode failures, the ESBWR safety protection systems (RPS and SSLC/ESF Initiation
Logics) are backed up by a totally separated and independent Diverse Protection System in
which key protection functions of the RPS and SSLC/ESF are duplicated using totally separate
sensor inputs and separate equipment. This Diverse Protection System is implemented in
addition to the ATWS/Standby Liquid Control System using liquid boron injection to shutdown
the plant. This Diverse Protection system is a nonsafety system with redundant channels but
with software language diverse from the RPS and SSLC/ESF. The Diverse Protection System
satisfies the requirements specified in BTP HICB-19 and DG-1130. Detailed description of the
Diverse Protection System and discussion of defense against common mode failures are included
in Section 7.8.

Sofiware development process: The software development process of the ESBWR safety 1&C
systems (including control systems important for plant operation) will follow the guidelines of
BTP HICB-14. Software development process plans will be developed for ESBWR safety 1&C
design implementation including Software Management Plan, Software Development Plan,
Software Verification and Validation Plan, Software Configuration Management plan, and
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Software Safety Plan, etc., as required by BTP HICB-14. Actual detailed hardware and software
design implementation will follow the guidelines specified by these plans as part of the DAC
process.

Equipment qualification, self-diagnostics, independence, reliability: TEEE Std. 603 specifies
these requirements applicable to safety I&C system equipment, as described in
Subsection 7.1.2.3.3. The ESBWR safety I&C systems meet the requirements of IEEE Std. 603,
and above requirements in areas applicable to digital computer-based equipment.

Security: The security requirements included in DG-1130 will be evaluated and incorporated as
appropriate and needed in the ESBWR safety 1&C design, both on plant hardware security
measures and software security measures. The software development process plans will be
developed with the security requirements incorporated for actual detailed design implementation.

Regulatory Guide 1.153 - Criteria for Power, Instrumentation, and Control Portions of
Safety Systems - Safety-related systems are designed to satisfy the requirements of IEEE 603, as
endorsed by Regulatory Guide 1.153. Clarifications or exceptions (if any) for any of the
provisions are discussed in the individual systems safety evaluation sections.

Regulatory Guide 1.168 - Verification, Validation, Reviews, And Audits For Digital
Computer Software Used In Safety Systems Of Nuclear Power Plants.

This regulatory guide endorses IEEE Std. 1012, IEEE Standard for Software Verification and
Validation Plans, and IEEE Std. 1028, IEEE Standard for Software Reviews and Audits. IEEE
Std. 1012 is acceptable for providing high functional reliability and design quality in software
used in safety systems. IEEE Std. 1028 is acceptable for carrying out software reviews,
inspections, walkthroughs, and audits subject to certain provisions. Safety-related systems such
as SSLC software development uses the guidance in these standards as discussed in Appendix
7B to develop portions of the overall software development plan and thus complies with this
regulatory guide.

Regulatory Guide 1.169 - Configuration Management Plans For Digital Computer
Software Used In Safety Systems Of Nuclear Power Plants

This regulatory guide endorses IEEE Std. 828, IEEE Standard for Software Configuration
Management Plans, and ANSI/IEEE Std. 1042, IEEE Guide to Software Configuration
Management. These standards, with the clarifications provided in the Regulatory Position,
describe acceptable methods for providing high functional reliability and design quality in
software used in safety systems. Safety-related systems such as SSLC software development
uses the guidance in these standards as discussed in Appendix 7B to develop portions of the
overall software development plan and thus complies with this regulatory guide.

Regulatory Guide 1.170 - Software Test Documentation For Digital Computer Software
Used In Safety Systems Of Nuclear Power Plants

The requirement contained in IEEE Std. 829, IEEE Standard for Software Test Documentation,
provide an acceptable approach for meeting the requirements of 10 CFR Part 50 as they apply to
the test documentation of safety system software subject to the provisions in this guide. Safety-
related systems such as SSLC software development uses the guidance in these standards as
discussed in Appendix 7B to develop portions of the overall software development plan and thus
complies with this regulatory guide.
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Regulatory Guide 1.171 - Software Unit Testing For Digital Computer Software Used In
Safety Systems Of Nuclear Power Plants

This regulatory guide endorses IEEE Std. 1008, IEEE Standard for Software Unit Testing,
subject to the provisions in this guide. This standard defines an acceptable method for planning,
preparing for, conducting, and evaluating software unit testing. Safety-related systems such as
SSLC software development uses the guidance in this standard as discussed in Appendix 7B to
develop portions of the overall software development plan and thus complies with this regulatory
guide.

Regulatory Guide 1.172 - Software Requirements Specifications For Digital Computer
Software Used In Safety Systems Of Nuclear Power Plants

This regulatory guide endorses IEEE Std. 830, Recommended Practice for Software
Requirements Specifications, as amended in the Regulatory Position. This standard describes
current practice for writing software requirements specifications for a wide variety of systems. It
is not specifically aimed at safety applications; however, it does provide guidance on the
development of software requirements specifications that will exhibit characteristics important
for developing safety system software. This is consistent with the goal of ensuring high-
integrity software in reactor safety systems. Safety-related systems such as SSLC software
development uses the guidance in this standard as discussed in Appendix 7B to develop portions
of the overall software development plan and thus complies with this regulatory guide.

Regulatory Guide 1.173 - Developing Software Life Cycle Processes For Digital Computer
Software Used In Safety Systems Of Nuclear Power Plants

This regulatory guide endorses IEEE Std. 1074. The standard describes, in terms of inputs,
development, verification or control processes, and outputs, a set of processes and constituent
activities that are commonly accepted as composing a controlled and well-coordinated software-
development process. It describes inter-relationships among activities by defining the source
activities that produce the inputs and the destination activities that receive the outputs. The
standard specifies activities that must be performed and their inter-relationships; it does not
specify complete acceptance criteria for determining whether the activities themselves are
properly designed. Therefore, the standard should be used in conjunction with guidance from
other appropriate regulatory guides, standards, and software engineering literature. Safety-
related systems such as SSLC software development uses the guidance in this standard as
discussed in Appendix 7B to develop portions of the overall software development plan and thus
complies with this regulatory guide.

Conformance to Industry Standards

The safety evaluation subsections throughout Chapter 7 address the regulatory guides in
accordance with the SRP. Those IEEE standards that are endorsed by regulatory guides are not
addressed separately.

Other codes or standards not mentioned in the SRP may be utilized in specific system
applications. These are identified in the system description and the corresponding reference
section. Some IEEE standards applicable to the 1&C equipment are addressed in other chapters
in accordance with the SRP format. These are identified as follows:
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IEEE 323 - Qualifying Class 1E Equipment for Nuclear Power Generating Stations -
Safety-related systems are designed to meet the requirements of IEEE 323. Environmental
qualification is addressed in Section 3.11.

IEEE 344 - Recommended Practices for Seismic Qualification of Class 1E Equipment for
Nuclear Power Generating Stations - Safety-related instrumentation and control equipment is
classified as Seismic Category I and designed to withstand the effects of the safe shutdown
earthquake (SSE) and remain functional during normal and accident conditions. Qualification
and documentation procedures used for Seismic Category I equipment and systems satisfy the
provisions of IEEE 344 as indicated in Section 3.10.

Conformance to Branch Technical Positions

Applicable branch technical positions (BTPs) are identified relative to the C&I systems in
Table 7.1-1. The systems are generally designed to conform to the BTPs. The degree of
conformance, along with any clarifications or exceptions, is discussed in the Safety Evaluation
subsections of Sections 7.2 through 7.9.

In the BTP HICB-16 requirements, it is stated that the application should (1) describe the
resolution of unresolved and generic safety issues applicable to the 1&C systems, and (2)
describe the interface requirements to be met by portions of the plant for which the application
does not seek certification and which are necessary to ensure proper functioning of the 1&C
system, and (3) identify and describe the validation of innovative means of accomplishing 1&C
system safety functions. Applications that propose the use of computers for systems important to
safety should describe the computer system development process. Applications that propose the
use of computers for reactor trip system (RTS) and engineered safety features actuation system
(ESFAS) functions should also describe the design of the overall I&C systems with respect to
defense-in-depth and diversity requirements.

The ESBWR does not have any unresolved and generic safety issues applicable to the I&C
systems. Such unresolved and generic safety issues are described in DCD Section 1.11. There
are several new generic issues that are related to 1&C systems, such as failure of protective
devices on essential equipment, Electromagnetic pulse, identification of protection system
instrument sensing lines, and protection system testability. The above issues either are not
applicable to ESBWR safety 1&C systems design or the ESBWR has addressed those issues in
its safety I&C design.

Within the scope of the ESBWR DCD submitted for certification application, there are no such
interface requirements as described here that falls into the above category.

The validation of innovative means of accomplishing 1&C system safety-related functions does
not apply to the ESBWR safety [&C design submitted for this certification application.

For the description of computer system development process, the compliance to BTP HICB-14 is
explained and summarized in Appendix 7B of this chapter. GE will prepare and submit to NRC
the software development process plans required by BTP HICB-14 for NRC’s review and
approval, as part of the ESBWR Certification activity.

ESBWR safety 1&C systems (RPS and SSLC/ESF) use computers for their logic functions.
Description of the safety I&C systems design with respect to defense-in-depth and diversity and
defense against common mode failures is included in Section 7.8, together with the description
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of the Diverse Protection system, which specifically addresses to the issues of defense-in-depth
and diversity and defense against common mode failures.

7.1.2.3 Conformance to 10 CFR 50.55a(h) and IEEE Std. 603

As requested by 10 CFR 50.55a(h), IEEE Std. 603 endorsed by Reg. Guide 1.153, superceding
IEEE Std. 279, is followed for compliance of criteria for safety systems for nuclear power
generation stations. In this section, a summary description is included to demonstrate the overall
ESBWR safety [&C systems compliance of IEEE Std. 603, according to the guidelines described
in NUREG 0800, SRP Appendix 7.1-C. For specific descriptions of functional compliances of
the IEEE Std 603 criteria by various safety-related systems, the discussions are referred to the
various subsections of this chapter, as listed in the various sections below.

7.1.2.3.1 Scope per IEEE Std. 603

The scope of IEEE Std 603 includes all 1&C safety systems which are systems covered in
Section 7.2 through 7.6. Except for the requirements for independence between control systems
and protection systems, IEEE Std 603 does not directly apply to nonsafety systems. Applicable
considerations include design basis, redundancy, independence, single failures, qualification,
bypasses, status indication, and testing. The IEEE Std 603 also applies to those parts of the
digital data communication that supports safety system functions. The design of ESBWR [&C
safety systems is in compliance with the IEEE Std 603 requirements as described in the above
scope, based on the definition and explanation of IEEE Std 603 Section 1.

7.1.2.3.2 Safety System Designation (Design Basis) per IEEE Std. 603

Section 4 of IEEE Std 603 requires in part that a specific basis be established for the design of
each safety system. The design basis should address all system functions necessary to fulfill the
system’s safety intent. The design basis should address the requirements of 10 CFR 50
Appendix A, GDC 20, which requires that the protection system be initiated automatically to
assure that acceptable fuel limits are not exceeded, and that accident condition be sensed so to
initiate the operation of systems and components important to safe plant operation. This GDC
mainly addresses to reactor trip systems (RTS) and engineered safety features actuation systems
(ESFAS). Information provided for each design basis item should be sufficient to enable the
detailed design of the system to be carried out. The design of ESBWR I&C safety systems is in
compliance with the IEEE Std 603 requirements as described in the above summary. Safety
system design basis descriptions are included in the various sections of this chapter as indicated
below.

Reactor Trip System:

e Reactor Protection System: Subsection 7.2.1.1

e Neutron Monitoring System: Subsection 7.2.2.1
Suppression Pool Temperature Monitoring: Subsection 7.2.3.1
Engineered Safety Features Systems:

e Emergency Core Cooling System: Subsection 7.3.1

e Leak Detection and Isolation System: Subsection 7.3.3.1
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Safety System Logic and Control: Subsection 7.3.4.1

Standby Liquid Control System: Subsection 7.4.1.1

Remote Shutdown System: Subsection 7.4.2.1

Reactor Water Cleanup/Shutdown Cooling System: Subsection 7.4.3.1
Isolation Condenser System: Subsection 7.4.4.1

Containment Monitoring System: Subsection 7.5.2.1

7.1.2.3.3 Safety System Criteria per IEEE Std. 603

This section mainly requires that the safety systems shall maintain plant parameters within
acceptable limits established by design basis events, that the safety systems meet all key design
criteria stated in this section, and that the protection system has been qualified to demonstrate
that the performance requirements are met.

Single Failure Criterion (IEEE-603, 5.1)

This section requires that any single failure within the safety system shall not prevent proper
protective action at the system level when required, and it should be confirmed that requirements
of the single failure criterion are satisfied. The ESBWR safety-related [&C systems satisty the
single failure criteria. All safety-related 1&C systems have multiple (four) redundant and
independent channels, including redundant and independent sensors assigned to each of the
redundant channels. The trip logic is 2-out-of-4 logic. Any failed channel caused by single
failure associated with this channel does not affect the safety system to perform its safety
protection functions because of this 2-out-of-4 logic. The failed channel can be bypassed
without affecting the performance of the safety system functions, with the logic reverted to 2-
out-of-3. Descriptions of design of the safety-related 1&C systems that addressed the single
failure criterion are included in the various subsections as shown in Table 7.1-2.

Digital computer-based 1&C systems share data, data transmission, and functions which may
become a source of concern that a design using shared databases and process equipment has the
potential to propagate a common-mode failure of redundant equipment. The ESBWR safety-
related 1&C systems include a diverse protection system design to specifically address and
mitigate any common-mode failure concern of digital computer-based systems. This design, in
addition to the ATWS/SLC system design, fully addresses the requirements of Staff
Requirements Memorandum SECY-93-087 and BTP HICB-19. This design is described in
Section 7.8.

Completion of Protective Action (IEEE Std. 603, 5.2)

In the ESBWR, completion of protective action, once initiated automatically or manually, is
accomplished by the RPS with seal in logic.  Specific description is included in
Subsection 7.2.1.2 and in other subsections as shown in Table 7.1-2.

Quality (IEEE Std. 603, 5.3)

All equipment is provided under GE’s Appendix B quality program. The NRC accepted GE
Quality Assurance Program with its implementing procedures constitute the Quality Assurance
system that is applied to the GE ESBWR safety-related I1&C system design. It satisfies all
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applicable requirements of the following: 1) 10 CFR 50 Appendix B; 2) ANSI/ASME NQA-1;
3) ISO 9001. As an example, Section 9 of Reference 7.1-5 describes special quality program
aspects related to GE’s programmable digital safety-related I&C equipment.

Equipment Qualification (IEEE Std. 603, 5.4)

It is required that safety system equipment be designed to meet the functional performance
requirements over the range of normal environmental conditions for the area in which it is
located. Equipment qualification typically includes electromagnetic interference qualification,
seismic qualification, and other environmental condition qualification such as temperature,
humidity, radiation, and pressure. The ESBWR safety 1&C systems are designed to meet the
equipment qualification requirements set forth in IEEE Std. 603 and other associated equipment
qualification requirements. The qualification was established using qualification methods set
forth in General Electric Environmental Qualification Program, (Reference 7.1-7). The ESBWR
safety 1&C system components are designed to be qualified to operate in the normal and
abnormal environments in which they are located.

For environmental qualification, the following areas are addressed:

Temperature and Humidity: The ESBWR safety I&C components are designed to be qualified
using type testing and analysis to demonstrate that the components will perform all specified
functions correctly when operated within the specified temperature range and relative humidity
range. The components will be qualified in accordance with Reg. Guide 1.89 (IEEE 323 - 1974)
and IEEE 323 — 1983. All qualification will be based on type testing. Plant-specific action will
be required to confirm that the maximum control room temperatures plus mounting panel
temperature rise, allowing for heat load of the safety I&C equipment, does not exceed the
temperature limit, and that control room humidity is maintained within limits.

Pressure:  The ESBWR safety 1&C components are designed to be qualified by analysis to
perform to specification for any absolute pressure in the range specified. Plant-specific action
will be required to confirm that the maximum control room pressure does not exceed the
specified limits.

Radiation: The ESBWR safety I&C components are designed to be qualified by analysis to
perform within specification limits over its service life under the specified radiation conditions.
Plant-specific action will be required to confirm that the maximum radiation levels where the
equipment is located do not exceed the allowed limits.

Seismic Qualification: The ESBWR safety 1&C components are designed to be qualified by type
testing and analysis to demonstrate that the components will perform all specified functions
correctly when operated within the specified seismic limits, and when mounted in accordance
with the specified mounting methods. The ESBWR safety 1&C components are to be qualified
in accordance with the requirements of Regulatory Guide 1.100 (IEEE 344 -1975).
Qualification is based on type testing. Plant-specific action or analysis will be required to
confirm that the maximum seismic accelerations at the mounting locations of the equipment do
not exceed the allowed limits.

EMI Qualification: The ESBWR safety 1&C components, when mounted in accordance with the
specified mounting methods, are designed to be qualified by type testing and analysis to
demonstrate that the components will perform all specified functions correctly when operated
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within the specified EMI limits. The ESBWR safety 1&C equipment is designed to be not
susceptible to electromagnetic disturbances from neighboring modules and does not cause
electromagnetic disturbances to neighboring modules. The EMI qualification design follows the
requirements specified in Mil-Std-462D, Mil Std. 461D, and IEC Standard 801, depending the
specific requirement conditions. The ESBWR safety 1&C equipment is to be qualified to
perform within its specifications continuously while exposed to EMI environmental limits at the
hardware mounting location. EPRI Report TR-102323 (Reference 7.1-8) is used for the
envelope limits. The EMI susceptibility and emissions testing is performed by type testing
using. In addition to the equipment design considerations, plant-specific actions are required to
establish practices to control emission sources, maintain good grounding practices and maintain
equipment and cable separation. Reference 7.1-5 has included more detailed descriptions of
equipment qualification practices of GE’s typical safety-related I&C equipment used in ABWR
and is applicable to ESBWR.

System Integrity (IEEE Std. 603, 5.5)

The safety 1&C systems are required to accomplish their safety functions under the full range of
applicable conditions enumerated in the design basis. Other areas that are necessary to address
as requirements include adequate system real-time performance for digital computer-based
systems to ensure completion of protective action, evaluation of hardware integrity and software
integrity (software safety analysis, as part of BTP HICB-14 requirements), fail in a safe state
upon loss of energy or adverse environmental conditions, and the requirements for manual reset.

The ESBWR safety 1&C systems meet the integrity requirements described in IEEE Std. 603.
The ESBWR Reactor Trip System functions fail in the tripped state. The ESF logics fail to a
state that the actuated component remains as-is. For the ESBWR RTIF functions, inoperable
input instrument being detected will lead to channel trip. Hardware and software failures
detected by self-diagnostics will cause trip actuation. Also, failure of hardware and software will
not inhibit manual initiation of protective functions. More descriptions of system integrity
design consideration are included in the system description subsections of the respective safety
systems as outlined in Table 7.1-2.

Independence (IEEE Std. 603, 5.6)

The independence requirements address the independence between redundant portions of a
safety system, between the safety systems and the effects of design basis events, and between the
safety systems and other systems. Three aspects of independence are addressed in each case, i.e.,
physical independence, electrical independence, and communication independence. The
ESBWR safety 1&C systems meet these requirements. The ESBWR safety 1&C systems have
four redundant and independent channels, which are physically independent and separated, with
independent electrical power source applied to each channel. There are no common switches
shared by the four channels. The sensors used for each of the four channels are independent and
physically separated from one another. Communication directly between the four channels are
limited to the minimum such as channel trip signals and bypass status signals, and are through
proper isolation devices such as using optic fibers.

For the independence between the safety systems and the effects of design basis events, these
requirements are achieved basically through proper equipment qualification. Safety equipment is
qualified for continued functional capability under the environment and location, in which the
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equipment is located where design basis events conditions are considered. Safety systems are
totally separated and independent from nonsafety systems. Communication from safety systems
to nonsafety systems is carried out with proper signal isolation devices (e.g., fiber optic cables)
and data path gateway. Communication from nonsafety systems to safety systems are strictly
prohibited, with only one exception, i.e., the data transmission of LPRM calibration gain
adjustment factors which are calculated in the nonsafety plant computer function of the Non-
Essential DCIS, to the safety-related LPRM/APRM equipment using proper signal isolation.
However, this data transmission can only be implemented and accepted by the safety equipment
with operator acknowledgment. This data transmission does not interfere with RPS or
SSLC/ESF protection functions. More descriptions of safety system independence design are
included in the system description subsections of the respective safety systems as outlined in
Table 7.1-2.

Capability for Testing and Calibration (IEEE Std. 603, 5.7)

The capability for testing and calibration of safety system equipment are required to be provided
during power operation and required to duplicate the performance of the safety function as
closely as practicable. It is permitted that tests can be performed in overlapping test segments in
order to test one safety function. Also, the I&C design should allow for tripping or bypass of
individual functions in each safety system channel. The ESBWR safety [&C systems meet the
requirements as outlined in this IEEE 603 section. The safety functions of each safety channel
can be tested on line with the tested channel bypassed from the 2-out-of-4 trip logic. The I&C
equipment has built-in self-diagnostic functions to identify critical failures such as loss of power
and data errors, etc. More descriptions of system testing and calibration are included in the
system description subsections of the respective safety systems as outlined in Table 7.1-2.

Information Displays (IEEE Std. 603, 5.8)

Displays for manually controlled actions: Type A variables are those variables that provide the
primary information required for the control room operators to take the specified manual actions
for which no automatic control is provided and that are required for safety-related systems to
accomplish their safety functions for design basis accident events. For ESBWR, there are no
instruments in this application as Type A variables. More discussion on this subject is included
in Subsection 7.5.1.

System Status Indication: The ESBWR safety and nonsafety 1&C systems are provided with
system status information that meet the requirements of IEEE 603. All pertinent system
trip/logic status, parameter data values, equipment functional status and ESF actuator status are
available to be displayed to the operator upon request. For safety systems, such information is
available for each division/channel. Certain information important to plant operation and status
monitoring are permanently displayed (on large wide display panels) in the main control room.
Alarm (and annunciation) indications are also available in the main control room per system
design requirements. Other than post accident safety display, the system status information is
not safety-related.

Indication of Bypasses: For safety system protection functions, bypass status is continuously
displayed to the operator. All bypass status information is available to be displayed per system
design requirements. Certain bypass information is accompanied with alarm, when activated not
as under normal operation conditions. More descriptions of system bypass and alarm conditions
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are included in the system description subsections of the respective safety systems as outlined in
Table 7.1-2.

Location of Display: The locations of all displays located in the main control room are either on
the main control console or on the large wide display panels visible and accessible to the
operator. The ESBWR man machine interface system design (human system interface) includes
design requirements and specifications on the classification of locations of various displays in
the main control room. More detailed description of requirements on location of displays are
included in Chapter 18, and the associated references of Chapter 18.

Control of Access (IEEE Std. 603, 5.9)

There are several means to implement access control to plant 1&C equipment especially safety-
related systems. Administrative control is used to implement control of access such as only
qualified plant personnel is allowed to have access of keys (doors, cabinets, keylock switches)
and passwords to get access to plant equipment especially safety systems equipment. Only
qualified plant personnel is allowed to exercise operations such as change of setpoints,
instrument calibration, equipment testing, logic bypass operation, and access to other plant
operation switches. Keys, passwords, and other security devices as per the requirements of RG
1.152 are used for qualified plant personnel to enter specific rooms, open specific equipment
cabinets, get permission to enter specific electronic instrument for calibration, testing, setpoint
changes, and gain access to safety system software and data, etc. However, software of safety
systems are typically not changeable at the plant site as the safety system software is
implemented as firmware (PROM) microprocessor. There is no access to safety system
equipment and control via network from nonsafety system equipment.

Repair (IEEE Std. 603, 5.10)

The ESBWR safety I&C systems are designed to allow the timely recognition (such as through
periodic self-diagnostic functions), location, replacement (such as through module replacement),
repair and adjustment of malfunctioning equipment. The self-diagnostic function will locate the
failure to the component level. Through individual channel bypassing, the failure component
can be replaced or repaired on line without affecting the safety system protection function, with
the trip logic reverted from 2-out-of-4 to 2-out-of-3. Single failure criterion is still maintained.

Identification (IEEE Std. 603, 5.11)

The ESBWR safety 1&C system equipment satisfies with the identification requirements as
specified in IEEE 603. Color coding is used as one of the major methods of identification.
Safety system equipment is distinctly identified for each redundant portion of a safety system
and with identifying markings. For digital computer-based system equipment, versions of
computer hardware, programs, and software are distinctly identified. Configuration management
is implemented to assist system program and software identification. Typically all hardware
component or equipment units have identification label or nameplate.

Auxiliary Features (IEEE Std. 603, 5.12)

ESBWR safety 1&C system auxiliary supporting features satisfy the requirements of this
standard where applicable, such as safety related electrical system equipment of batteries, diesel
generators, inverters, etc. Safety 1&C systems are supported by four divisions of Class 1E
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uninterruptible power supply, and separately, four divisions of instrument power supply. They
are also supported by dc batteries in case there is a loss of off-site and on-site AC power.

HVAC is an important auxiliary supporting feature that supports to maintain the necessary
environmental conditions for the safety ESBWR 1&C equipment. Under normal operating
conditions and whenever the diesel generators is available, HVAC is provided to control the
temperature/humidity of all I&C equipment in all of the buildings. Under loss of power
condition (SBO or other), batteries are provided for continued safety I&C operation for 24 hours
or 72 hours (post accident monitoring equipment), and continued operation of the nonsafety [&C
equipment for two hours. HVAC will no longer be available to either control building or reactor
building equipment (except the control building area as noted below). The safety 1&C
equipment will be qualified for the expected temperature rise. In the main control room area,
battery-operated nonsafety HVAC is provided to allow continued operation of the safety and
nonsafety 1&C for the approximate two hours of nonsafety battery capacity. Should the
nonsafety HVAC (redundant) not be available, safety-related temperature sensors (with 2/4
logic) will trip the control room power that feeds the nonsafety 1&C; the safety 1&C is qualified
for the resulting temperature rise. This scheme is used to protect the C&I equipment and
maximize operator comfort. More description of the HVAC design is included in Chapter 9.

Other auxiliary features that support the safety I&C systems functions are designed such that
these components will not degrade the safety system below an acceptable level.

Multi-Unit Stations (IEEE Std. 603, 5.13)
The ESBWR standard design submitted for NRC certification is a single-unit plant.
Human Factors Considerations (IEEE Std. 603, 5.14)

In the ESBWR 1&C design, human factors are considered at the initial stage and will be
considered throughout the design process, following the necessary regulatory and design
guidelines (e.g., NUREG-0711), to assure that safety system design goals are met. Since the
ESBWR safety 1&C system design concept and architecture follows very closely and similar to
the design of the ABWR, the ABWR human factors design practices will largely and effectively
support the human factor engineering design of the ESBWR safety 1&C systems. More specific
information on human factor engineering design program, consideration and requirements are
included in Chapter 18 and its associated references.

Reliability (IEEE Std. 603, 5.15)

The degree of redundancy, diversity, testability, and quality of the ESBWR safety [&C design is
adequate to achieve the functional reliability necessary to perform its function. All equipment is
provided under GE’s Appendix B quality program. As an example, Section 9 of Reference 7.1-5
describes special quality program aspects related to GE’s programmable digital safety-related
1&C equipment. BTP-14 will be followed for software development processes to achieve
reliable software design and implementation. Design measures to achieve defense against
common mode failure have been included in the safety I&C design through many defense in
depth and diversity measures including the incorporation of the Diverse Protection system
described in Section 7.8. The ESBWR safety I&C system are included in the consideration of
the ESBWR Probabilistic Risk Assessment (PRA), referenced in Chapter 19.
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Common Cause Failure Criteria (IEEE Std. 603, 5.16)

The ESBWR has included defense in depth and diversity design consideration, and also has
included a Diverse Protection System using both manual action and nonsafety diverse systems to
provide means to accomplish the function that could otherwise be defeated by the common cause
failure such as common mode software failure. The above design measures including the
inclusion of the Diverse Protection System meet the requirements of RG 1.152 on common cause
failure and the guidance of BTP HICB — 19. More descriptions of the defense against common
mode failure and the Diverse Protection system are included in Section 7.8.

7.1.2.3.4 Sense, Command, and Execute Features per IEEE Std. 603
Automatic and Manual control

The ESBWR RPS and SSLC/ESF logics are designed to automatically initiate reactor scram trip
and actuate the engineered safety features to mitigate the consequences of anticipated operational
occurrences and design basis accidents. Such automatic protection actions are implemented via a
2-out-of-4 voting (of 4 divisions) whenever one or more process variables monitored and
measured by the RPS and SSLC/ESF logics (in 4 divisions) reach the scram or ESF actuation
setpoint. In the setpoint determination, appropriate setpoint value is selected for each process
variable based on GE setpoint methodology that includes margins and errors. Appropriate
instrument and equipment response times are also considered in the safety analyses.

The ESBWR safety 1&C systems of RPS and SSLC/ESF manual initiation of protective
functions at the system-level and division level is available. The manual controls are designed
such that the information provided and display content and location are taken into consideration
for easy operator access and action in the main control room. No single failure will prevent the
initiation of the protection action. Further information regarding the design of manual controls
and human factor engineering consideration, as well as plant manual operation procedure
requirements, are included in Chapter 18 and its associated references. Additional descriptions
of automatic and manual controls at system levels (RPS and SSLC/ESF) are included in
Subsections 7.2.1.1,7.2.1.2,7.2.1.3,7.2.1.5, 7.3.1.1, and 7.3.1.2.

Interaction between the Sense and Command Features and Other Systems

The ESBWR safety I&C protection systems are totally separated and independent from the
nonsafety control systems such that any failure of nonsafety systems will not affect and will not
prevent the safety protection system from performing its safety protection functions. Sensors
used by safety I&C systems are not shared by nonsafety control systems. The Safety 1&C
systems meet the requirements of GDC 24. Additional descriptions of the safety I&C systems of
RPS and SSLC/ESF are included in Subsections 7.2.1 and 7.3.4. (The only interface from
nonsafety system to safety-related 1&C is the data transmission of LPRM gain adjustment factor
data from the plant computer system to the LPRM units. However such data transmission to
LPRM units needs operator acknowledgment for implementation, and dose not interfere with
reactor protection function or ESF actuation function.)

Derivation of system Inputs

To the extent feasible, the protection system inputs are derived from signals that directly measure
the designated process variables. The only two RPS sensing inputs that are not direct measures
of the variables are the reactor pressure vessel (RPV) water level and the loss of feedwater flow
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in the RPS scram logics. The RPV water level is measured by the delta pressure derived from
the sensing line with a reference point. This method is a proven technology in BWR application.
The loss of feedwater flow variable is represented by the loss of power generation bus signal,
because when the power to the feedwater pump motor is lost, the feedwater flow also is
immediately lost. The use of loss of power generation bus signal to represent the loss of
feedwater flow signal meet the requirements of the safety analysis of Chapter 15. The RPS
initiating circuits and SSLC/ESF logics are described in Subsection 7.2.1 and Section 7.3.

Capability for Testing and Calibration

The operational availability of the protection system sensors can be checked by perturbing the
monitored variables, by cross-checking between redundant channels that bear a known
relationship to each other and that have read-outs available, or introducing and varying a
substitute input to the sensor of the same nature as the measured variable.

Operating Bypasses

Operating bypasses are implemented in the ESBWR safety [&C systems such as RPS, NMS, and
SSLC. One example of such operating bypasses is associated with the trip function dependence
on reactor operating mode. Requirements of IEEE Std. 603 are met by the ESBWR safety 1&C
operating bypass design. Specific descriptions of safety system operating bypasses are included
in Subsection 7.2.1.5, Subsection 7.2.2.2, and Subsection 7.3.4.2.

Maintenance Bypass

Maintenance bypasses capability is incorporated in the design of the safety I&C systems. This is
mainly for the purpose of equipment maintenance, testing, and repair of one individual division
(channel) with the plant still under operating condition and without initiating any protection
functions. Single failure criterion is maintained under such bypass condition. Maintenance
bypass is always alarmed or indicated in the main control room. Maintenance bypass for safety
1&C systems is typically applied through joystick bypass switch (with exclusive logic) where
only one channel (out of four channels) is allowed to be bypassed at any given time. Technical
Specification defines the time duration that a specific maintenance bypass condition is allowed to
exist. Maintenance bypasses are initiated manually by the plant operator per administrative
control.  Specific descriptions of safety system maintenance bypasses are included in
Subsection 7.2.1.5, Subsection 7.2.2.2, and Subsection 7.3.4.2.

Setpoints

The ESBWR Safety I1&C system setpoints are defined, determined, and implemented based on
the GE setpoint methodology approved by the NRC, referenced in Reference 7.2-1. This
methodology meets the requirements of IEEE Std. 603.

7.1.2.3.5 Power Source Requirements

The ESBWR Safety 1&C protection systems are supported by two independent power sources.
Four divisions of Class 1E vital (uninterruptible) 120 VAC are used as the primary power source
for the SSLC cabinets in which most components of the safety related protection systems are
located. Similarly four Divisional Associated 120VAC Instrument and Control Power (ICP) are
used as a secondary power source. Two divisions of the vital (uninterruptible) 120 VAC are also
used as the power sources for the solenoids of the scram pilot valves. Two divisions of the
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250VDC power sources are used for the backup scram valves solenoids, for scram reset
permissive logic. Specific descriptions of safety system power sources are included in
Subsections 7.2.1.2, 7.2.2.2, and 7.3.1.1, as well as in Chapter 8.

7.1.2.3.6 Additional IEEE Std. 603 Compliance Discussion applicable to RPS

In addition to above general descriptions of compliance to IEEE Std. 603, a more specific
discussion on compliance of IEEE Std. 603 by the RPS and its supporting SSLC functions is
included in this section. More supporting descriptions of the RPS and SSLC designs that address
to the compliance of IEEE Std. 603 are included in Subsections 7.2.1 and 7.3.4.

Safety System Criteria

The RPS, including its SSLC logic, trip actuator logic, and trip actuators, is designed to comply
with this requirement through automatic removal of electric power to the CRD scram pilot valve
solenoids when a sufficient number of RPS variables exceeds the specified trip setpoint.

Single-Failure Criterion

The RPS has four completely separate divisions with separate sensors whose only interaction is
at the trip logic level via optical isolation. The system is in full compliance with the single-
failure criterion and Regulatory Guide 1.53

Quality

All RPS and SSLC components and modules and safety-related equipment of other systems
providing inputs to the RPS are designed to maintain necessary functional capability under the
extremes of conditions (as applicable) relating to environment, energy supply, malfunctions, and
accidents, within which the equipment has been designed and qualified to operate continuously
and without degradation.

Equipment Qualification

Instrument sensors and electrical components of the RPS and interfacing systems which are used
for RPS functions are qualified for nuclear safety-related service for the function times and for
the environment in which they are located. The RPS electrical Class 1E equipment, including
the SSLC controllers and cabinets, is qualified by type test, data from previous operating
experience or analysis, or any combination of these three methods to substantiate that all
equipment which must operate to provide the safety system actions will be capable of meeting,
on a continuing basis, the necessary performance requirements.

System Integrity

All RPS instrument channels, components, supporting SSLC equipment, and safety- related
equipment of other systems providing inputs to the RPS are designed to maintain necessary
functional capability under the extreme conditions relating to environment, energy supply,
malfunctions, and accidents, within which the equipment has been designed and qualified to
operate continuously and without degradation. See above Subsection 7.1.2.3.3 for general
discussion.
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Channel Independence

The RPS and supporting SSLC equipment are designed to assure that the effects of natural
phenomena and of normal operation, maintenance, testing and postulated accident conditions on
redundant channels, divisions and equipment of the RPS will not result in the loss of the safety
function of the system.

The redundant divisions of RPS/SSLC are electrically and physically separated from each other
such that (1) no design basis event is capable of damaging equipment in more than one division
and (2) no single failure, test, calibration or maintenance operation can prevent the safety
function of more than one division.

Instrument channels that provide signals for the same protective function are independent and
physically separated to accomplish the decoupling of the effects of unsafe environmental factors,
electric transients and physical accident consequences and to reduce the likelihood of
interactions between channels during maintenance operations or in the event of channel
malfunctions.

Control and Protection System Interaction

The channels for the RPS trip variables are electrically isolated and physically separated from the
plant control systems in compliance with this design requirement.

Multiple redundant sensors and channels assure that no single failure can prevent protective
action.

Derivation of System Inputs

The following RPS trip variables are direct measures of a reactor overpressure condition, a
reactor overpower condition, a reactor instability condition, a gross fuel damage condition, or
abnormal conditions within the reactor coolant pressure boundary:

e Reactor vessel low water level trip

e NMS (APRM/OPRM) divisional trip
e NMS (SRNM) divisional trip

e Drywell high pressure trip

e Reactor vessel high pressure trip

Other variables that could affect the RPS scram function itself, are thus monitored to induce
scram directly include:

e Low charging pressure to control rod HCU accumulators
e High suppression pool temperature

The detection of MSIV closure and turbine stop valve closure (if a sufficient number of bypass
valves do not open in time) is an appropriate variable for the Reactor Protection System. The
desired variable is loss of the reactor heat sink; however, isolation (MSIV closure) or stop valve
closure is the logical variable to inform that the steam path has been blocked between the reactor
and the heat sink.
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Due to the normal throttling action of the turbine control valves with changes in the plant power
level, measurement of control valve position is not an appropriate variable from which to infer
the desired variable, which is rapid loss of the reactor heat sink. Consequently, a measurement
related to control valve closure rate is necessary. Protection system design practice has
discouraged use of rate-sensing devices for protective purposes. In this instance, it was
determined that detection of hydraulic actuator operation would be a more positive means of
determining fast closure of the control valves. Loss of hydraulic pressure in the electrohydraulic
control (EHC) oil lines, which initiates fast closure of the control valves, is monitored. These
measurements provide indication that fast closure of the control valves is imminent. This
measurement is adequate and is a proper variable for the protective function, taking into
consideration the reliability of the chosen sensors relative to other available sensors and the
difficulty in making direct measurements of control valve fast-closure rate.

The Turbine Stop Valve closure and the steam governing Turbine Control Valve fast closure
reactor scram is automatically bypassed when reactor power is below a preset setpoint value, or
if sufficient number of the bypass valves are opening as indicated by their 10% position sensors.

Capability for Test and Calibration

The RPS and SSLC fully meet this requirement in that they conform with Regulatory Guides
1.22 and 1.118. The four-channel SSLC logic allows cross-checking between channels and the
ability to take any one channel out of service during reactor operation. Such a condition is
annunciated and automatically causes the channel trip logic to revert from two-out-of-four to
two-out-of-three.

Most sensors have a provision for actual testing and calibration during reactor operation. The
exceptions are defined as follows:

e During plant operation, the operator can confirm that the MSIV and turbine stop valve
limit switches operate during valve motion. Precise calibration of these sensors requires
reactor shutdown.

e Independent functional testing of the air header dump valves can be performed during
each refueling outage. In addition, operation of at least one valve can be confirmed
following each scram occurrence.

Operating Bypasses

Operating bypasses of the RPS system are described in Subsection 7.2.1.5.2. Whenever the
applicable conditions for instrumentation scram bypasses are not met, the RPS will automatically
accomplish one of the following: prevent the actuation of an operating bypass; remove any active
operating bypass; obtain or retain the permissive conditions for the operating bypass; and initiate
the protective function.

Maintenance Bypass

Maintenance bypasses of the RPS system are described in Subsection 7.2.1.5.2.

Indication of Bypasses

Although operating bypasses do not require annunciation, certain operating bypasses are
annunciated in the MCR. The CRD HCU accumulator low charging water pressure trip
operating bypass, the MSIV closure trip operating bypass, the turbine stop and control valve fast
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closure trips operating bypass, and the division-of-sensors bypass are individually annunciated to
the operator. Individual SRNM and APRM instrument channel bypasses are indicated on
displays for each division on the MCR panels.

Multiple Setpoints

All RPS trip variables are fixed except for the following, which are individually addressed.

The trip setpoint of each SRNM channel is generally fixed. However, there is also the scram
initiated by intermediate high neutron flux counting level (corresponding to nominally 5E + 5
counts per second). This is only activated in a non-coincidence scram mode by a switch in the
NMS cabinet. The conditions under which such trip is to be activated are included in plant
operating procedures.

In modes other than RUN, the APRM setdown function automatically selects a more restrictive
scram trip setpoint at a fixed lower value (nominally at 15%). The devices used to prevent
improper use of the less restrictive setpoints are designed in accordance with criteria regarding
performance and reliability of protection system equipment.

Operation of the mode switch from one position to another bypasses various RPS trips and
channels and automatically alters NMS trip setpoints in accordance with the reactor conditions
implied by the given position of the mode switch. All equipment associated with these setpoint
changes are considered part of the protection system and are qualified Class 1E components.

Completion of Protective Action

It is only necessary that the process sensors remain in a tripped condition for a sufficient length
of time to trip the digital trip modules and operate the seal-in circuitry, provided the two-out-of-
four logic is satisfied. Once this action is accomplished, the trip actuator logic proceeds to
initiate reactor scram regardless of the state of the process sensors that initiated the sequence of
events. The same holds true for the manual scram pushbuttons.

Manual Control

Two manual scram pushbutton controls are provided on the principal MCR console to permit
manual initiation of reactor scram at the system level. Both switches must be depressed to
initiate a scram. Backup to these manual controls is provided by the SHUTDOWN position of
the reactor system mode switch. Failure of the manual scram portion of the RPS cannot prevent
the automatic initiation of protective action, nor can failure of an automatic RPS function prevent
the manual portions of the system from initiating the protective action.

No single failure in the manual or automatic portions of the system can prevent either a manual
or automatic scram.

Control of Access

The RPS/SSLC design permits the administrative control of access to all setpoint adjustments,
module calibration adjustments and test points. These administrative controls are supported by
provisions within the safety system design, by provisions in the generating station design, or by a
combination of both.

System Status Indication
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When any one of the redundant sensor trip modules exceeds its setpoint value for the RPS trip
variables, a MCR display is initiated to identify the particular variable. In the case of NMS trips
to the RPS, the specific variable or variables that exceed setpoint values are identified as a
function of the NMS. Identification of the particular trip channel exceeding its setpoint is
accomplished by permanent storage in the plant computer system. When any manual scram
pushbutton is depressed, a MCR annunciation is initiated and a plant computer system record is
produced to identify the tripped RPS trip logic.

Repair

Generally, all components can be replaced, repaired, and adjusted during operation. Exceptions
are listed below.

During periodic testing of the sensor channels for the following trip variables, all defective
components can be identified. Replacement and repair of failed sensors can only be
accomplished during reactor shutdown.

e Neutron Monitoring System detectors

e Turbine control valve fast closure sensors
e MSIV closure sensors

e Turbine stop valve closure sensors

Provisions have been made to facilitate repair of NMS components during plant operation except
for the detectors. Replacement of the detectors can be accomplished during shutdown.

Identification

The RPS logic is housed in the safety system logic and control (SSLC) reactor trip and isolation
functions (RTIF) cabinets. There are four distinct and separate cabinets in accordance with the
four electrical divisions. Each division is uniquely identified by color code including cables and
associated cables. The SSLC cabinets are marked with the words “Safety System Logic and
Control.” Each of the safety systems controlled is clearly identified on the cabinets in
accordance with their system grouping and labeling. MCR panels are identified by tags on the
panels, which indicate the function and identify the contained logic channels. Redundant racks
are identified by the identification marker plates of instruments on the racks.

7.1.3 COL Information

None.

7.1.4 References

7.1-1 U.S.N.R.C., “Standard Review Plan for the Review of Safety Analysis Reports for
Nuclear Power Plants,” NUREG-0800.

7.1-2 GE Energy, “SSLC/RTIF System Performance Specification,” NEDE-33232P
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7.1-3  GE Energy, “Safety System Logic and Control/Reactor Trip and Isolation Functions
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Applicable Criteria

10 CFR

50.55a(a)(1)

50.55a(h)

50.34 () (2) (v)

(1.D.3)

F.1)

50.34 (f) (2)

>
3

50.34 (f) (2)
(xviii) (IL.F.2)

50.34 (f) (2)
(xiv) (IL.E.4.2)

50.34 (f) (2)
(xix) (I1.F.3)

50.34 (1) (2)

(xxiv)
(1.K.3.23)

50.62

(iv)

52.47 (a) (1)

(vi)

52.47 (a) (1)

52.47 (a) (1)
(vi)

52.47 (a) (2)

52.47 (b) (2) (i)

52.79 (c)

Reference Standard
Guidelines: SRP NUREG-0800 App. 7.1-A

ANSI/IEE
E Std 279

NUREG 718,

737,694

NUREG 718,
737,694

NUREG 694

NUREG 737

NUREG 718

NUREG 718

(Tier 2)

(Tier 1)

(Tier 1)

(Tiers 182)

(Tier 2)

(Tier 1)

Reactor Protection System

Neutron Monitoring System

Suppression Pool Temperature Monitor Function

Automatic Depressurization System

Gravity-Driven Cooling System

Leak Detection & Isolation System

Safety System Logic & Control System

X XXX X]|X]|X

X | XXX

Standby Liquid Control System

Remote Shutdown System

XIX[IX]IX|IX]|X|X]|X]|X

XX X]IX|IX]|X|X]|X]|X

Reactor Water Cleanup/Shutdown Cooling System

Isolation Condenser System

Post Accident Monitoring System

Containment Monitoring System

Process Radiation Monitoring System

X | XXX

X | XX | X

Area Radiation Monitoring System

X | X[ X]|X

X | XXX

Interlock Systems

X

X

Nuclear Boiler System

XIX[IX]IX|IX]|X]IX]|X|IX]|X|IX]|X|X]|X]|X]X]|X

XIXIX]IX|IX]|IX]|X|X[IX]|X|X]|X]|X]X]|X]|X]|X

Rod Control & Information System

Feedwater Control System

Plant Automation System

Steam Bypass & Pressure Control System

Neutron Monitoring System (Non-safety portion)

Containment Inerting System

Diverse Instrumentation & Controls

Essential Distributed Control & Information System

XIX|IX]IX]IX]IXIX]IX]IX]IX]IX]IX|IX]X]IX]X]IX]X]IX]|X][X]|X]|X]X]|X

XIXIX]IX]IX]IX|IX|IX[IX]IX][X]X]|X]|X]|X]|X|X|X[X]|X]|X]X]|X]|X]|X

XIXIX]IX]IX]IX|IX|IX[IX]IX][X]X]|X]|X]|X]|X|X|X[X]|X]|X]X]|X]|X]|X

XIXIX]IX]IX]IX]|X|IX[IX]IX][X]X]|X]|X]|X]|X|X|X[X]|X]|X]X]|X]X]|X

Non-Essential Distributed Control & Info. System

X

x

x

x
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Table 7.1-1 Regulatory Requirements Applicability Matrix, Part 2

SRM to
General Design Criteria (GDC) SECY
93-087
Applicable Criteria| 1 2 4 13 19 20 21 22 23 24 25 29 | na | nt
~ >
Reference Standard é % é % § § % é
Guidelines: SRP NUREG-0800 App. 7.1-A E E E E E E E E
@ @
Reactor Protection System X X X X X X X X X X X X X
Neutron Monitoring System X X X X X X X X X X X X X
Suppression Pool Temperature Monitor Function X X X X X X X X X X X X X
Automatic Depressurization System X X X X X X X X X X X
Gravity-Driven Cooling System X X X X X X X X X X X
Leak Detection & Isolation System X X X X X X X X X X X
Safety System Logic & Control System X X X X X X X X X X X
Standby Liquid Control System X X X X X X
Remote Shutdown System X X X X X X
Reactor Water Cleanup/Shutdown Cooling System X X X X X
Isolation Condenser System X X X X X X
Post Accident Monitoring System X X X X X X X
Containment Monitoring System X X X X X X X
Process Radiation Monitoring System X X X X X X X
Area Radiation Monitoring System X X X X X
Interlock Systems X X X X X X X
Nuclear Boiler System X X X X X X X
Rod Control & Information System X X X X
Feedwater Control System X X X
Plant Automation System X X X
Steam Bypass & Pressure Control System X X X
Neutron Monitoring System (Non-safety portion) X X X
Containment Inerting System X X X
Diverse Instrumentation & Controls X X X X X
Essential Distributed Control & Information System X X X X X X X X X X X X
Non-Essential Distributed Control & Info. System X X X
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Design Control Document/Tier 2

Applicable Criteria

Regulatory Guides

1.22

1.47
1.53

1.62

1.75

1.97

1.105

1.118

1.151

1.152*

1.153

1.168*

1.169*

1.170*

1.171*

1.172*

1.173*

Reference Standard
Guidelines: SRP NUREG-0800 App. 7.1-A

BTP HICB-8 & 17

IEEE 279
IEEE 379

IEEE 279

IEEE 384

ANSI/ANS 4.5

BTP HICB-12

IEEE 338

ANSI/ISA-S67.02

IEEE 7-4.3.2

IEEE 603

IEEE 1012, 1028

|EEE 828, 1042

IEEE 829

IEEE 1008

IEEE 830

IEEE 1074

Reactor Protection System

x

Neutron Monitoring System

Suppression Pool Temperature Monitor Function

Automatic Depressurization System

Gravity-Driven Cooling System

Leak Detection & Isolation System

Safety System Logic & Control System

X I X | X|X|X|X]|X

X [ X |X|IX|X|X]X

X I X | X|X|X

Standby Liquid Control System

XX | X[|IX|X|X]|X]|X

Remote Shutdown System

XX [|X|X[|IX|X|X]|X]|X

X I X|X|X|IX|X]|X]X]X

XX [|X|X[|IX|X|X]|X]|X

X I X|IX|X|IX|X[|X]X]X

XX [|X|X|IX|X|X]|X]|X

XX [|X|X[|IX|X|X]|X]|X

XX | X | X[|IX|X|X]|X]|X

X I X|X|X|IX|X[|X]X]X

X I X|X|X|IX|X[|X]X]X

XX [|X|X[|IX|X|X]|X]|X

X I X|X|X|IX|X[|X]X]X

Reactor Water Cleanup/Shutdown Cooling System

Isolation Condenser System

Post Accident Monitoring System

Containment Monitoring System

Process Radiation Monitoring System

Area Radiation Monitoring System

Interlock Systems

Nuclear Boiler System

Rod Control & Information System

Feedwater Control System

Plant Automation System

Steam Bypass & Pressure Control System

Neutron Monitoring System (Non-safety portion)

Containment Inerting System

Diverse Instrumentation & Controls

Essential Distributed Control & Information System

Non-Essential Distributed Control & Info. System

* These criteria are addressed in conjunction with the Safety System Logic and Control System (SSLC)
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Table 7.1-1 Regulatory Requirements Applicability Matrix, Part 4

Applicable Criteria
SRP NUREG-0800 App 7-A

Branch Technical Positions (BTP) HICB

HICB-1
HICB-3

HICB-6

HICB-8

HICB-9

HICB-10
HICB-11
HICB-12
HICB-13
HICB-14
HICB-16
HICB-17

HICB-18*

HICB-19*

HICB-21*

Reference Standard
Guidelines: SRP NUREG-0800 App. 7.1-A

RG 1.153
IEEE 603

IEEE 603

RGs 1.22, 1.153
RG 1.153
RG 1.97
RGs 1.75, 1.153
RG 1.105
RG 1.153
RG 1.152
RG 1.70, Tier 1,2
RGs 1.22, 1.153

NUREG/CR-6090

SECY 93-087 11.Q

NUREG/CR-6083

Reactor Protection System

x
x

Neutron Monitoring System

Suppression Pool Temperature Monitor Function

Automatic Depressurization System

Gravity-Driven Cooling System

XX | X]|X]|X

Leak Detection & Isolation System

Safety System Logic & Control System

XXX X]|X]|X]|X

XXX X]|X]|X]|X

Standby Liquid Control System

XX | X|X|X[X]|X]X

Remote Shutdown System

XXX X|X]|X]|X]|X|X
XXX X|X]|X]|X]|X|X
XIX[IX|IX|X|X]|X]|X|X

XXX X|X]|X]|X]|X|X

XXX X|X]|X]|X]|X|X

Reactor Water Cleanup/Shutdown Cooling System

Isolation Condenser System

XIX|IX]IX|X|X|X|X[X]|X]X

Post Accident Monitoring

Containment Monitoring System

Process Radiation Monitoring System

Area Radiation Monitoring System

Interlock Systems

Nuclear Boiler System

Rod Control & Information System

Feedwater Control System

Plant Automation System

Steam Bypass & Pressure Control System

Neutron Monitoring System (Non-safety portion)

Containment Inerting System

Diverse Instrumentation & Controls

Essential Distributed Control & Information System

Non-Essential Distributed Control & Info. System

XIX|IX|X|X[X|X]|IX]|X]X]|X]|X]|X]|X

* These criteria are addressed in conjunction with the Safety System Logic and Control System (SSLC)
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Table 7.1-2 Section Roadmap of Evaluation of IEEE Std 603 Specific Criteria Compliance
IEEE
Section # Subject SSLC/RTIF NMS SSLC/ESF RSS PAM E-DCIS
Logic function RPS, LDIS, SLC ADS, GDCS, ICS
5. Safety system
criteria
72.1.1,72.1.2.4, 7.3.1.1.2,7.3.1.1.3,
7.2.1.3,7.3.3.1, 7.2.2.2, 7.3.1.2.2,7.3.1.2.3,
5.1 Single-failure criterion 73.32,7333 72232 7342,77.13,7.8.1.22 |7422 |Tab.7.5-1 79.12,79.1.3
Completion of protective | 7.2.1.1,7.2.1.2.4.2,
52 action 7.2.1.3,7.3.3.1 7.3.1.2,7.3.4.2
53 Quality 7213 7.3.43 Tab.7.5-1
7222,
5.4 Equipment qualification 7213 72232 7.3.43 Tab.7.5-1
722.1.1,
5.5 System integrity 7.2.13 7.2.2.12 7.343
721.1,72.1.24, |7221,7222,7.3.1.1.3,7.3.1.2.3,
5.6 Independence 72.1.3,73332 |7223 7.3.4.2,73.4.3 7.4.2.2 | Tab.7.5-1 7.9.1.2,79.1.3
72232,
7.2.1.3,7.2.14, 7.2.2.4, 7.3.1.1.3,7.3.1.1.4,
5.7 Testing and calibration 7.3.3.3.2 72342 7.3.1.2.3,734.3,734.4 | 7424 |Tab.7.5-1 7.9.1.2,7.9.1.3
7.3.1.1.2,7.3.1.1.5,
721.243,72.13,|7223.2, 7.3.1.2.2,7.3.1.2.3, 7422,
5.8 Information displays 7233 7.2.2.5.1 7.3.1.24,73.45 7.4.2.5 |Tab.7.5-1
5.9 Control of access 7211, 7213, 72152 7.4.22 |Tab.7.5-1
72.1.1,72.1.2.44,
72.1.4,72.152, |7222.1,
5.10 Repair 7333 72223 7.3.4.1,7.3.4.2 Tab.7.5-1 7.9.1.2,79.1.5
7512,
5.11 Identification 7213 7.3.1.2.3,7.8.22 Tab.7.5-1
5.12 Auxiliary features 7.2.1.23 7422 |Tab.7.5-1
5.13 Multi-unit stations N/A N/A N/A N/A N/A N/A
5.14 Human factors Chapter 18 Chapter 18 Chapter 18 7512,
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Table 7.1-2 Section Roadmap of Evaluation of IEEE Std 603 Specific Criteria Compliance

IEEE
Section # Subject SSLC/RTIF NMS SSLC/ESF RSS PAM E-DCIS
Logic function RPS, LDIS, SLC ADS, GDCS, ICS

5. Safety system

criteria
considerations Tab.7.5-1

5.15 Reliability Chapter 19 Chapter 19 Chapter 19 Chapter 19
Common cause failure

5.16 criteria 72.13,7.8
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Figure 7.1-1. ESBWR Instrumentation and Control Simplified Block Diagram
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Figure 7.1-2. Diversity of ESBWR Instrumentation and Controls
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7.2 REACTOR TRIP SYSTEM

7.2.1 Reactor Protection System

7.2.1.1 Design Basis

The Reactor Protection System (RPS) functional requirements are:

(1)

(1)

2)

)

4

©)

(6)

(7)

(8)

To initiate prompt and safe shutdown of the reactor (also known as reactor trip) by means
of rapid hydraulic insertion of all control rods (scram):

a. when anticipated operational occurrence (i.e., transient) anomalous states occur, which
may impair reactor safety, and

b. when errors in operation take place that lead to transients, which may impair reactor
safety.

To provide timely protection against the onset and effects of conditions threatening the
integrity of the reactor fuel barriers, the reactor coolant pressure boundary, or the primary
containment vessel pressure boundary. This will limit the uncontrolled release of
radioactive materials from the fuel assembly or reactor coolant pressure boundary. Also to
provide such protection against conditions that threaten important plant equipment
integrity.

To initiate an automatic reactor trip whenever monitored process variables exceed or fall
below their specified trip setpoints, based on values determined by anticipated operational
occurrence (AOQO) and accident analyses and instrument setpoint calculation methodology.

To provide manual control switches for initiation of reactor scram by the plant operator
when necessary.

To provide mode selection for enabling the appropriate instrument channel trip functions
required in a particular mode of plant operation. Mode selection also provides for
bypassing instrument channel trip functions that are not required, and for establishing other
necessary interlocks associated with the major plant operating modes.

To provide selective automatic and manual operational trip bypasses, as necessary, to
permit proper plant operations. These bypasses allow for protection requirements that
depend upon specific existing or subsequent reactor operating conditions.

To provide seal-in of specific trip logic paths once trip conditions have been satisfied and
also to inhibit the trip reset, as necessary, to ensure subsequent required protective action
sequences are completed.

To provide manual reset capability to permit the restoration of the RPS, and other affected
systems, to their normal operational status following the seal-in of any trip logic path or
after a full reactor scram.

To provide isolated outputs to other systems that share instrument channel signals with the
RPS, use trip signals generated by the RPS, or require other indications of specific RPS
status for their inputs.

7.2-1



26A6642AW Rev. 01
ESBWR Design Control Document/Tier 2

(9) To provide isolated outputs to appropriate warning, trip or bypass alarm annunciators, to
operator displays (e.g., flat panel or cathode ray tube CRT displays), and to the plant
computer function of the Non-Essential DCIS.

(10) To provide means for calibration and adjustment of trip function setpoints and provide
sufficient controls to permit surveillance and post-maintenance testing of RPS equipment.

The following bases ensure that the RPS is designed with sufficient reliability:

(1) Single failures, bypasses, repairs, calibration or adjustments do not impair the normal
protective functions of the RPS and do not result in inadvertent reactor scram or insertion
of control rods. The RPS is capable of accomplishing its protection functions in the
presence of any single failure within the RPS, any failures caused by a single failure, and
any failure caused by any design basis event that requires RPS protective action.

(2) The RPS is designed to cause reactor scram even during system shutdown and loss of
electrical power sources.

(3) The RPS fails into a safe state if conditions such as disconnection of the system or portions
of the system, loss of electrical power, or adverse environment are experienced.

(4) Loss of a single power source directly associated with RPS equipment and protection
functions would not cause instrument channel trips or division trips or scram solenoid de-
energization that would result in full reactor scram or insertion of any control rod.

(5) Automatically or manually initiated RPS protective actions continue in their intended
sequence until completed. RPS output scram signals are maintained until completion of
hydraulic control rod insertion.

(6) The RPS has built-in redundancy in its design that satisfies the reliability and availability
requirements of the system.

(7) The RPS has bypass capability for failed portions of each division’s equipment without
degrading operability.

(8) A separate and diverse manual trip function is provided through the use of two manual-trip
switches. Actuation of both manual-trip switches is required for a full reactor scram.

(9) Physical separation and electrical isolation between redundant divisions of RPS is provided
by separate process instrumentation, separate racks, and separate or independent panels and
cabling, and, in the control building, separate equipment rooms.

The following bases reduce the probability that the RPS operational reliability would be
degraded by operator error:

(1) Access to trip settings, calibration controls, test points, and other terminal points are under
the control of operation supervisory personnel.

(2) Manual bypass of components is under the control of the MCR operator. Any bypass of
essential parts of the system is continuously alarmed in the MCR. Physically it shall be
possible to insert a bypass into only one channel at a time from the MCR.

(3) Selective automatic and manual trip bypasses are provided to permit proper plant operation.
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(4) Manual control switches for initiation of reactor scram, when necessary, by the plant
operator, are provided.

(5) Mode selection is provided for enabling the appropriate instrument channel trip functions
required in a particular mode of operation.

7.2.1.2 System Description

7.2.1.2.1 RPS Identification

The RPS is the overall complex of instrument channels, trip logics, trip actuators, manual
controls and scram logic circuitry that initiate rapid insertion of control rods (scram) to shut
down the reactor for situations that could result in unsafe reactor operating conditions. The RPS
also establishes appropriate interlocks for different reactor operating modes and provides status
and control signals to other systems and alarms. To accomplish its overall function, the RPS
interfaces with the Essential Distributed Control & Information System (E-DCIS), Safety System
Logic and Control (SSLC), Neutron Monitoring System (NMS), Nuclear Boiler System (NBS),
Control Rod Drive System (CRDS), Containment Monitoring System including Suppression
Pool Temperature Monitoring (SPTM) function, Rod Control and Information System (RC&IS),
Leak Detection and Isolation System (LDIS), Isolation Condenser System (ICS), Steam Bypass
and Pressure Control (SBPC) System, Plant Automation System (PAS), Main Control Room
Panels, Non-Essential DCIS (NE-DCIS), Uninterruptible AC Power Supply, Instrumentation and
Control Power Supply, DC Power Supply, and Raceway System. The RPS sensors, hardware
and logic are diverse from both ECCS logic and from the diverse protection system.

A simplified RPS functional block diagram is provided in Figure 7.2-1. A simplified RPS
functional block and interface diagram is provided in Figure 7.2-2.

7.2.1.2.2 RPS Classification

The RPS is classified as a safety-related system. The functions and components of the RPS are
safety-related unless otherwise indicated. The RPS electrical equipment is also classified as
Seismic Category I and as IEEE electrical category Class 1E (Regulatory Guide 1.26 and
10CFR50.55a(h).).

7.2.1.2.3 Power Sources

The RPS logic operates on two types of electrical power, either one of which is capable of
supporting RPS operation. Four divisions of vital (uninterruptible) 120 VAC are used as the
primary power source for the SSLC cabinets in which most components of the safety related
RPS are located. Similarly four Divisional Associated 120VAC Instrument and Control Power
(ICP) are used as a secondary power source. Two divisions of the vital (uninterruptible)
120 VAC are also used as the power sources for the solenoids of the scram pilot valves. Two
divisions of the 250VDC power sources are used for the backup scram valves solenoids, for
scram reset permissive logic, and for initiation logic of the scram-follow electric run-in operation
of the nonsafety-related CRD system drive motors.
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7.2.1.2.4 RPS Equipment Design

The RPS is designed to provide reliable single-failure-proof capability to automatically or
manually initiate a reactor scram while maintaining protection against unnecessary scrams
resulting from single failures. The RPS satisfies the single-failure-criterion even when one entire
division of channel sensors is bypassed and/or when one of the four automatic RPS trip logic
systems is out-of-service. This is accomplished through the combination of fail-safe equipment
design, the redundant two-out-of-four sensor channel trip decision logic, and the redundant two-
out-of-four trip systems output scram logic arrangement utilized in the SSLC/RPS design. The
RPS design satisfies the single failure criterion requirement of IEEE Std. 603.

Equipment within the RPS and within the RPS-related portions of the SSLC is designed to fail
into a trip initiating state on loss of power, loss or disconnection of any input signal, or loss of
any internal or external device-to-device connection signal. The failure will not affect trip
bypass logic signals and trip bypass permissive logic signals.

The design of RPS includes two possible operator controll